
















The Dissertation Committee for Chengqing Hu Certifies that this is the approved 
version of the following dissertation: 
 
 








Edward T. Yu, Supervisor 
Jack C. Lee 
Leonard F. Register 
John G. Ekerdt 
Nan Sun 









Presented to the Faculty of the Graduate School of  
The University of Texas at Austin 
in Partial Fulfillment  
of the Requirements 
for the Degree of  
 
Doctor of Philosophy 
 
 












It is a pleasure to sincerely acknowledge my advisor, Professor Edward T. Yu, for 
his consistent guidance, support, and concern throughout my years of graduate study. My 
graduate research and career development have benefited immensely from his insight into 
the methodology of scientific research, dedication to solving practical engineering 
problems, and excellence in managing his laboratory. I am also grateful for his concern 
for my personal well-being and enlightening advice for my career growth.  
I would like to express my gratitude to Professor John G. Ekerdt and Professor 
Alexander A. Demkov for the collaborations and interactions during my graduate study. 
Their knowledge and understanding in advanced thin-film oxide deposition techniques as 
well as the facilities in their laboratories capable of producing high-quality epitaxial 
oxides have greatly fueled my research presented in this dissertation. I have also 
benefited from some fascinating conversations with Professor Leonard F. Register, 
Professor Nan Sun, Professor Hao Ling, and Professor Maxim Tsoi, who have provided 
valuable advice regarding the various aspects of my research projects. The X-ray 
diffraction images from Dr. Jean L. Jordan-Sweet of IBM Thomas J. Watson Research 
Center contributed substantially to the success and quality of the LaCoO3/SrTiO3 studies 
reported in this dissertation. I would also like to thank Professor Jack C. Lee for serving 
on the committee for my qualifying examination and dissertation. 
I am grateful for having had the privilege to work and interact with my colleagues 
at the University of Texas at Austin. I am indebted to Dr. Lei Zhu for leading me into the 
world of spintronics and for his patience and generosity in teaching me about many 
laboratory skills. My understanding and skills in scanning probe microscopy have 
 vi 
 
profited significantly from Dr. Keun Woo Park who has extraordinary expertise in the 
field. I have enjoyed a number of fruitful collaborations with Dr. Martin D. McDaniel 
and Dr. Agham Posadas, from which I obtained high-quality epitaxial oxide samples for 
my device research and extracted considerable knowledge about materials physics, 
growth, and characterization techniques of oxide thin films. I have enjoyed my 
interactions, both scientific and recreational, with Aiting Jiang, who is knowledgeable in 
many aspects. I have learnt a great deal from my interactions with Dr. Hosung Seo, 
Stefano Larentis, Dr. Ping-Chun Li, Heng-Lu Chang, Shen Hu, and Fei Zhou. My life in 
Austin has been enriched by my friends previously or currently at the Microelectronics 
Research Center, Dr. Jingsi Li, Feng Lu, Dr. Xiaochuan Xu, Dr. Xiaohui Lin, Danlu 
Wang, Hui Dong, Yao-Feng Chang, Mingzhou Jin, Dr. Li Tao, Zhongjian Zhang, Dr. 
Rodolfo Salas, and Dr. Wei-Cheng Lai. I wish them all the best.  
Finally, I would like to thank my parents for their love, encouragement, and 
support. My parents have always encouraged me to define and pursue worthwhile goals 
with steadiness and a spirit of dedication to our society. Without my parents none of this 





Nanoelectronics Based on Epitaxial Oxides 
 
Chengqing Hu, Ph.D. 
The University of Texas at Austin, 2015 
 
Supervisor:  Edward T. Yu 
 
Crystalline oxide materials and heterostructures have been under extensive 
investigation owing to the richness of the physical, chemical, and electrical properties 
they exhibit, including ferromagnetism, ferroelectricity, ferrotoroidicity, 
superconductivity, metal-insulator transition, multiferroics, and 2-dimensional electron 
liquids. In recent years, the advancement of thin film growth techniques such as 
molecular beam epitaxy and atomic layer deposition has made possible monolithic 
integration of these crystalline oxide materials with mainstream semiconductor substrate 
materials such as Si and Ge, which opens new avenues for improving existing device 
performance and provides many opportunities for adding various solid-state device 
functionalities to electronic devices that are unachievable with conventional 
semiconductor materials.  
Epitaxial oxide heterostructures with a perovskite crystal structure are emerging 
as outstanding candidates for realization of devices in which diverse material properties - 
ferromagnetism, piezoelectricity, ferroelectricity, and others - are flexibly coupled to 
achieve new functionality. In the first part of this dissertation, the strain-dependent 
ferromagnetism in LaCoO3, piezoelectric response in SrTiO3, and their strain coupling in 
a single-crystal oxide heterostructure grown on Si (001) are employed to enable a novel 
 viii 
approach to modulating ferromagnetism and magnetoresistance by application of a gate 
voltage in a suitably fabricated device. 
The second part of the dissertation addresses the resistive switching behavior and 
physics of epitaxial single-crystal anatase TiO2 on silicon and demonstrates several 
unique advantages of using single-crystal metal oxide films as an active switching layer, 
including a high ON/OFF ratio, a great potential for device scaling, highly linear current-
voltage characteristics, and room-temperature, reproducible quantization of conductance, 
etc.  
Finally, epitaxial SrHfO3-based gate stacks for Ge metal-oxide-semiconductor 
devices are investigated as an approach to alleviate the gate dielectric interface quality 
problem that has tremendously hampered the adoption of next-generation Ge-based 
transistors. Different methods are shown to effectively decrease the interface trap density, 
and the gate stacks developed in this dissertation represent the state of the art in terms of 
the combination of equivalent oxide thickness and gate leakage. 
In summary, this dissertation presents several results in the design and modeling, 
process integration, characterization, and analysis of device prototypes for functional and 
nano- electronics applications using epitaxial oxide films. These results provide a 
foundation for further exploration of solid-state device applications using epitaxial 
crystalline oxide materials. 
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Chapter 1: Introduction 
1.1 RESEARCH BACKGROUND 
Metal oxides are a class of materials that exhibit a broad range of interesting 
electronic, magnetic, optical, and chemical properties that are not only of fundamental 
scientific importance, but also offer rich possibilities for exploration of device 
applications that are unattainable with conventional semiconductor materials. Due to the 
inherent complexities of orbital, charge, and spin states of these oxide materials, 
differences in metal cations, phases, composition, and stoichiometry can change an oxide 
material from electrically insulating to semiconducting to superconducting, from 
paraelectric to piezoelectric to ferroelectric, from low-κ to high-κ, from narrow bandgap 
to wide bandgap, from paramagnetic to ferromagnetic to antiferromagnetic, or from 
chemically reactive to inert. These useful properties and the flexibility of changing them 
by applying appropriate synthesis, growth, or fabrication process conditions enable metal 
oxides to be widely used in a variety of applications, including electronics, energy, 
medical devices, and others.  
In recent years, monolithic integration of crystalline oxide heterostructures has 
been made possible with the advancement of thin film growth techniques such as 
molecular beam epitaxy (MBE), pulsed laser deposition, and atomic layer deposition 
(ALD). [1] Compared with their single-layer counterparts, epitaxial oxide 
heterostructures offer more degrees of freedom for integrating novel functionalities into 
conventional electronic devices and can even create exotic and unpredicted properties 
that cannot be achieved with a single oxide material. An outstanding example is the 
discovery of a high carrier density 2-dimensional electron liquid (2DEL) at the 
SrTiO3/LaAlO3 heterointerface. [2] It has been found that due to the polarization 
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discontinuities resulting from the incomplete atomic coordinations, a 2DEL emerges at 
the interface of TiO2-terminated SrTiO3 and LaAlO3 as a result of electronic 
reconstruction, creating an electron-doped conducting channel between these two 
insulating materials. By contrast, no emergent phenomena were found at the interface of 
SrO-terminated SrTiO3 and LaAlO3 due to ionic compensation, and the hole-doped 
channel at the interface is therefore insulating. Another topic of intense current interest 
employing epitaxial heterostructures lies in the development of magnetic and electronic 
coupling between two adjacent layers, by which electrical control of magnetic properties 
or magnetic control of electrical properties can be achieved for sensing applications. [3] 
Oxygen vacancies and their influence on the physical, chemical, and electrical 
properties has been another subject that attracts intense theoretical and experimental 
interest. [4] In most cases, oxygen vacancies can easily be induced by adjusting the 
oxygen atom flux or the precursor cycling ratio during growth or by heating the as-grown 
sample in an appropriate atmosphere (e.g., ultra high vacuum). Among the various 
transition metal oxides in which such behavior has been investigated, TiO2 is by far the 
most widely investigated oxide material for this topic. As the number of oxygen 
vacancies in TiO2 increases, more Ti4+ ions are reduced and become donors, leading to 
localized states which, depending on the detailed donor level, can contribute electrons to 
the conduction band and make TiO2 n-doped. Titanium oxide is also well known for its 
rich phases and suboxide phases that result in a complex phase diagram, with different 
phases exhibiting widely varying electrical conductivity.  
Because of the possibility of controlling the electrical conductivity via the 
concentration and distribution of oxygen vacancies, TiO2 is also one of the most studied 
materials for resistive switching (RS) applications. [5] Despite the diverse switching 
behaviors (bipolar and unipolar) observed in TiO2 systems and the proposed detailed 
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switching mechanisms (filamentary, interfacial, thermochemical, and redox-based) that 
are sometimes contradictory to each other, [5] oxygen vacancies are nevertheless 
believed to play a crucial role in driving these switching processes. In this context, owing 
to the nearly perfect crystal structure and therefore minimized oxygen vacancy 
background in pristine devices, single-crystal epitaxial TiO2 thin films can provide 
valuable information for revealing the physical nature of oxygen vacancy dynamics as 
being responsible for the RS behavior, and are shown in this dissertation to exhibit 
switching characteristics that differ dramatically from those observed in other forms of 
TiO2. 
Finally, epitaxial oxides can also be promising candidates for application as gate 
dielectrics for Ge-based field-effect transistors, for which the development has been 
largely hampered by the poor quality gate dielectric/channel interface. It has been 
reported that epitaxial oxides grown on Ge enable the formation of commensurate 
interface structures while maintaining continuity in dielectric displacement and 
systematic control of inversion charge, [6] based on which a high-mobility metal-oxide-
semiconductor field-effect transistor (MOSFET) can be made. In this dissertation, we 
show that epitaxial SrHfO3 stands out as a particularly promising option owing to its very 
small lattice mismatch with Ge, excellent crystallinity enabled by direct ALD growth on 
the Ge surface, and favorable electronic properties as a high-κ oxide. 
1.2 DISSERTATION OUTLINE 
This dissertation centers on the applications of epitaxial oxides for functional and 
nano- electronics, and encompasses design and modeling, process integration, 
characterization, and analysis of device prototypes using epitaxial oxides. The work of 
this dissertation includes the following three parts.  
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In Chapter 2, a LaCoO3/SrTiO3 heterostructure grown on Si (001) is shown to 
provide electrically switchable ferromagnetism, a large, electrically tunable 
magnetoresistance, and a vehicle for achieving and probing electrical control over 
ferromagnetic behavior at submicron dimensions. Fabrication of devices in a field-effect 
transistor geometry enables application of a gate bias voltage that modulates strain in the 
heterostructure via the converse piezoelectric effect in SrTiO3, leading to an artificial 
inverse magnetoelectric effect arising from the dependence of ferromagnetism in the 
LaCoO3 layer on strain. Below the Curie temperature of the LaCoO3 layer, this effect 
leads to modulation of resistance in LaCoO3 as large as 100%, and magnetoresistance as 
high as 80%, both of which arise from carrier scattering at ferromagnetic-nonmagnetic 
interfaces in LaCoO3. Finite-element numerical modeling of electric field distributions is 
used to explain the dependence of carrier transport behavior on gate contact geometry, 
and a Valet-Fert transport model enables determination of spin polarization in the 
LaCoO3 layer. Piezoresponse force microscopy (PFM) is used to confirm the existence of 
piezoelectric response in SrTiO3 grown on Si (001). 
Chapter 3 demonstrates the use of single-crystal anatase-TiO2 thin films 
epitaxially grown on silicon by ALD for RS applications. Highly stable and clean bipolar 
resistive switching (BRS) behavior with a record high ON/OFF ratio (~107) and 
extremely low leakage current in the high-resistance state (HRS) are observed. We 
demonstrate that although the valence change mechanism is responsible for the observed 
RS, single-crystal anatase-TiO2 thin films show electrical characteristics that are very 
different from the usual switching behaviors observed for polycrystalline or amorphous 
TiO2 and instead very similar to those found in electrochemical metallization memory. In 
addition, we demonstrate highly reproducible quantized conductance (QC) that is well 
controlled by application of a compliance current and that suggests the localized 
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formation of conducting Magnéli-like nanophases. The QC observed results in multiple 
well-defined resistance states suitable for implementation of multilevel memory cells. A 
physics-based analytical model is presented to systematically explain the SET and 
RESET processes and is verified to be consistent with the electrical characteristics that 
we have observed experimentally and that are fundamentally different from what have 
been reported in literature. 
Chapter 4 demonstrates and presents detailed electrical characterization of a high-
κ epitaxial oxide gate stack based on crystalline SrHfO3 grown on Ge (001) by ALD. We 
developed metal-oxide-Ge capacitor structures that show extremely low gate leakage, 
small and scalable equivalent oxide thickness, and good and reducible interface trap 
density (Dit). Detailed growth strategies and post-growth annealing schemes are 
employed to reduce Dit. The physical mechanisms behind these phenomena are studied, 
and suggest approaches for further reduction of Dit. 
Chapter 5 summarizes the work demonstrated in this dissertation, and proposes 












Chapter 2: Voltage-Controlled Ferromagnetism and Magnetoresistance 
in LaCoO3/SrTiO3 Heterostructures1 
2.1 INTRODUCTION 
Complex oxide materials and heterostructures have excited tremendous interest in 
research due to the wealth of new physical phenomena they exhibit and their potential for 
producing solid-state device functionality unattainable with conventional semiconductor 
materials. In particular, multiferroic and other multifunctional oxide materials offer rich 
possibilities for exploration of both fundamental physical phenomena and device 
applications, [3, 7–18] and with the advancement of thin film growth techniques for such 
oxide materials, epitaxial oxide heterostructures are emerging as outstanding candidates 
for realization of devices in which diverse material properties – ferromagnetism, 
piezoelectricity, ferroelectricity, and others – are flexibly coupled to achieve new 
functionality.  
Among various possibilities for combining electronic, magnetic, or other 
functionalities, electric-field control of magnetism has piqued particularly intense 
interest, and may provide an attractive alternative to approaches such as current-induced 
spin-transfer torque for low-power magnetization switching. Electric-field modulation of 
magnetization direction, saturation magnetization, or coercive field has previously been 
demonstrated, [19–43] as have switching between ferromagnetic and paramagnetic states 
via modulation of carrier concentration in itinerant magnetic materials, generally using a 
                                                
1 Content of Chapter 2 has been published as C. Hu, K. W. Park, A. Posadas, J. L. Jordan-Sweet, A. A. 
Demkov, and E. T. Yu, “Voltage-controlled ferromagnetism and magnetoresistance in LaCoO3/SrTiO3 
heterostructures”, J. Appl. Phys. 114, 183909 (2013). C. Hu designed, modeled, fabricated, characterized, 
and analyzed the devices involved in this work. K. W. Park contributed to the piezoresponse force 
microscopy studies. A. Posadas and A. A. Demkov contributed to the epitaxial growth of the 
LaCoO3/SrTiO3 heterostructures. J. L. Jordan-Sweet contributed to the X-ray diffraction studies. E. T. Yu 




liquid electrolyte as a gate contact, [44–48] and macroscopic control over interfacial 
magnetocrystalline anisotropy in a multiferroic epitaxial heterostructure. [49, 50] 
However, practical device structures making use of electric-field switching of 
ferromagnetism that remain amenable to on-chip integration with established Si and Si-
based electronics and device size scaling are still lacking.  
In the work described in this chapter, we have employed an approach that 
combines strain-dependent ferromagnetism in LaCoO3 [51–58] with piezoelectric 
response in SrTiO3 [25, 59–62] in a single-crystal oxide heterostructure grown on Si 
(001) to enable application of a gate voltage in a suitably fabricated device to modulate 
strain in both the SrTiO3 and LaCoO3, and consequently ferromagnetism in the LaCoO3 
layer. Creation of spatially alternating ferromagnetic and nonmagnetic regions in a 
LaCoO3 film in this manner leads to a voltage-dependent magnetoresistance, [63] and 
engineering of the strain distribution within the LaCoO3/SrTiO3 heterostructure enables 
realization of exclusive-NOR logic functionality within a single device. In addition, 
monolithic integration on Si (001) via epitaxial growth offers the possibility of 
incorporating these and related devices into mainstream Si-based nanoelectronic circuits 
and systems. 
2.2 EXPERIMENTAL DETAILS 
The epitaxial layer structures employed in these studies were grown by MBE 
(DCA M600) from elemental sources and consisted of 8 nm SrTiO3 grown on a p-type 
Si.(001) (ρ ~ 0.01 Ω cm) substrate, followed by 30 nm LaCoO3 [52]. Prior to growth, the 
Si substrates were degreased in acetone, isopropanol, and deionized water for 5 min each 
with sonication. The substrates were then exposed to ultraviolet/ozone for 15 min to 
volatilize hydrocarbon impurities. After loading into the MBE chamber, the Si was 
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outgassed for 10 min at 650 °C and the native SiO2 layer was removed by Sr-assisted 
deoxidation [64]. SrTiO3 was grown on Si using a ½ monolayer Sr template [65] with the 
metal fluxes adjusted to yield a total growth rate of 0.4 nm/min. The first 1.6 nm were 
grown at 200 °C and vacuum annealed at 550 °C for 5 min. The rest of the SrTiO3 layer 
was grown at 550 °C to achieve a total thickness of 8 nm. SrTiO3 growth was done using 
molecular oxygen as the oxidant at a partial pressure of 2 × 10−7 torr. After SrTiO3 
growth, the substrate temperature was raised to 700 °C while the atomic oxygen rf 
plasma source power was being ramped up. LaCoO3 was grown under atomic oxygen (rf 
power 300 W and oxygen background pressure of 1 × 10−5 torr) at a growth rate of 0.6 
nm/min to a total thickness of 30 nm. After growth, the sample was cooled down to room 
temperature in oxygen (1 × 10−5 torr) at a rate of 10.°C/min. High temperature growth of 
the LaCoO3 layer under atomic oxygen also results in formation of ~8.5 nm SiO2 between 
the Si and SrTiO3, which relaxes compressive strain in SrTiO3 on Si [66] and provides 
additional tensile strain in LaCoO3 that helps stabilize ferromagnetism in that layer, and 
also isolates the active device region from the conducting Si substrate. To fabricate the 
device structures shown schematically in Figure 2.1(a), electrical contacts to the LaCoO3 
layer were formed by initial deposition of 25 nm SiO2, followed by e-beam lithography 
and etching of 4 µm × 2.5 µm contact windows and deposition of Ti/Au contact 
metallization. The typical length of the LaCoO3 channel formed in this manner was 13 
µm for M = 9 and 26 µm for M = 18. For each device, two Ti/Au gate contacts were 
formed on the SiO2 layer above the channel in an alternating finger pattern by e-beam 
lithography, e-beam evaporation and lift-off. The finger widths for the two gate contacts 
are 500 nm and 200 nm, with adjacent fingers separated by 150.nm. A Carl Zeiss Neon 
40 scanning electron microscope was used to obtain the images shown in Figure 2.1(b). 
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X-ray diffraction was performed at the National Synchrotron Light Source 
beamline X20A using a high resolution triple-axis geometry with a Ge (111) 
monochromator and analyzer. The x-ray wavelength was 1.5407 Å and the incident beam 
divergence was ~0.01 degrees. Grazing incidence and reflection scans were measured for 
the determination of in-plane lattice parameters at an angle of α = β = 0.4 degrees to the 
sample surface, along both the h00 and hk0 directions. Out-of-plane lattice parameters 
were measured from Bragg-Brentano scans through the 00l peaks. Rocking curves were 
also taken to determine the FWHM of epitaxial alignment. 
All the electrical measurements were performed in a LakeShore EMPX-HF probe 
station with a high vacuum (10-6 mbar) chamber. Liquid nitrogen was used for low 
temperature measurements. An Agilent 4156A precision semiconductor parameter 
analyzer was used for applying a channel bias voltage and measuring electrical currents; 
an Agilent B2912A precision source/measure unit was used to apply a gate bias voltage. 
The temperature dependence of the LaCoO3 resistivity was determined by using standard 
four-probe measurements in which one port from the Agilent B2912A precision 
source/measure unit was connected as a current source providing 1 nA – 400 µA of 
current (depending on temperature) between the two end contacts of a standard four-
contact device designed and fabricated specifically for four-probe measurements and the 
other port connected to the two middle contacts across which the voltage drop was 
measured. For magnetic field sweep measurements, the magnetic field was first swept 
from 0 Oe to +5 kOe (−5 kOe) with VG1 = +15 V, followed by resetting VG1 and H 
successively and then a second field sweep from 0 Oe to +5 kOe (−5 kOe). 
The electrostatic module from Comsol Multiphysics was used for the finite 
element modeling and simulations. A gate bias voltage of 15 V was applied as a 
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boundary condition at locations corresponding to the gate contacts. The Si substrate was 
assumed to form a conductive plane in the simulation since it was heavily doped. 
Relative dielectric constants used were 3.9 for SiO2, 1000 for LaCoO3 (estimated based 
on Huang et al. [67]) without considering the rather limited electric field screening by the 
carriers in the LaCoO3, and 300 for SrTiO3. [68, 69] 
PFM measurements were performed at room temperature using a Bruker ICON 
atomic force microscope system with a Co/Cr coated MESP-tip in contact mode. PFM 
images were obtained with 4.5 V amplitude, 8 kHz ac voltage modulation at 0 V dc bias 
and the setpoint was minimized to prevent excessive wearing of the tip coating. The 
system has two lock-in amplifiers which detect the same frequency component of the 
four-quadrant photodiode detector as that of the applied electric field, one for the 
horizontal and the other for the vertical deflections. 
2.3 RESULTS AND DISCUSSION 
Figure 2.1(a) shows a schematic diagram of a completed device structure along 
with electrical contact and external field geometries, with scanning electron micrographs 
of a representative device structure shown in Figure 2.1(b). The 8.5 nm SiO2 layer 
indicated in Figure 2.1(a) forms during the growth of LaCoO3, which requires high 
temperature (700 °C) and the use of atomic oxygen from an oxygen plasma source. The 
oxidation of the Si after SrTiO3 growth does not disrupt the crystalline structure of the 
SrTiO3 layer away from the SiO2, allowing for subsequent epitaxial growth of LaCoO3, 
[66] and relieving strain induced by the Si substrate in the SrTiO3. Minimal intermixing 
at the LaCoO3/SrTiO3 interface is expected under these conditions. [52] The basic device 
geometry is that of a field-effect transistor in which the LaCoO3 layer acts as the 
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transistor channel, with source-drain voltage VC and dual gate contacts with voltages VG1 




Figure 2.1: (a) Schematic diagram of device structure, applied voltages, and external 
magnetic field geometry. (b) Conductivity of the LaCoO3 channel measured 
as a function of temperature ranging from 77 K to 300 K. Two distinct 
slopes are observed in different temperature ranges (77 K to 150 K and 150 
K to 300 K) indicating two different regimes of electronic transport. (c) 
SEM images of device. Scale bars from left to right are 1.5 µm, 6 µm, and 1 
µm, respectively. (d) Magnetization of LaCoO3 as a function of temperature 
at a constant magnetic field of 1 kOe under field-cooled conditions. The film 
is ferromagnetic with a Curie temperature of 85 K. (e) X-ray diffraction data 
of LaCoO3 (30 nm)/SrTiO3 (8 nm)/SiO2 (8.5 nm)/Si. The LaCoO3 peaks are 
indexed using the pseudocubic notation. The data shows that LaCoO3 and 
SrTiO3 are coherently strained to each other, and they are indeed epitaxially 


















Figure 2.1(c) shows temperature-dependent channel conductivity, measured using 
a standard four-probe method under zero external magnetic field. Two temperature 
regimes, 77 K – 150 K and 150 K – 300 K, both showing an Arrhenius or Arrhenius-like 
relation, can be seen with different activation energies, respectively, providing insight 
into the temperature-dependent electrical transport in thin-film single-crystalline LaCoO3. 
It is known that polaronic conduction plays an important role in electrical transport in 
many strongly correlated oxides. This has been observed for bulk LaCoO3, in which 
small polarons are formed by mobile holes in the valence band due to electron thermal 
excitation whereas electrons are deeply trapped and therefore immobile. [70] The small-
polaron motion is known to occur by two distinct mechanisms. [71, 72] At low 
temperatures, the small polaron moves by Bloch-type band motion and the temperature 
dependence of the dc conductivity is given as 𝜎 =   𝑒𝜇!"#  !𝑛!exp  (−𝐸!/2𝑘!𝑇), where 𝑒 
denotes the electronic charge, 𝑛! is the number of low-spin Co(III) sites per unit volume 
at very low temperatures, 𝜇!"#  ! is the mobility of small-polarons at low temperatures 
(slowly depending on 𝑇 as for conventional semiconductors), and 𝐸! is the quasi-constant 
band gap of LaCoO3. In this regime, the small-polaron transport can be described in a 
conventional way widely used for most semiconductors. At high temperatures, however, 
thermally-activated phonon-induced small-polaron hopping dominates and the 
conductivity-temperature relation is expressed as 𝜎𝑇 =   𝐴!exp   − 𝑊! + 𝐸!/2 /𝑘!𝑇 , 
where 𝐴! is a constant, 𝑊! is the hopping energy of a polaron, and the small-polaron 
hopping mobility is exponentially depending on 1/𝑇. The 𝜎 − 𝑇 data obtained in our 
work for the LaCoO3 thin film are in accord with this theory, from which 𝐸! and 𝑊! are 
estimated to be 0.14 eV and 0.19 eV, respectively, close to those reported by Iguchi et al. 
[70] Therefore, as described below, the Valet-Fert model derived from the Boltzmann 
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equation can be used to describe electrical transport in the LaCoO3 film at temperatures 
below 150 K. [63]   
The magnetic properties of the LaCoO3 were measured using a Quantum Design 
superconducting quantum interference device (SQUID) magnetometer. The 
magnetization as a function of temperature from 300 K to 10 K was measured under an 
applied field of 1 kOe in a field-cooled condition, after the film was first saturated at 10 
K under a field of 40 kOe. The field was applied in the plane of the film. Figure 2.1(d) 
shows the ferromagnetic transition temperature of 85 K for the strained LaCoO3 in our 
study. The LaCoO3 film was also characterized using x-ray diffraction (XRD) to 
determine the lattice constants and overall crystalline quality (Figure 2.1(e)). The c lattice 
constants of the LaCoO3 layer and the underlying SrTiO3 layer are determined to be 3.79 
Å and 3.91 Å, respectively, whereas the a (in-plane) lattice constants of the two layers are 
both 3.87 Å, consistent with biaxially tensile-strained LaCoO3 with an in-plane lattice 
constant identical to that of the SrTiO3. Excellent crystalline quality of the LaCoO3 layer 
as well as the SrTiO3 layer is evident from both Figure 2.1(e) and the results of the 
transmission electron microscopy as well as the x-ray photoelectron spectroscopy 
measurements of the same structure. [52] The observation of coherent strain in LaCoO3 
thin films at such a large thickness (30 nm) has also been reported by Fuchs et al. [73] 
and is known to be anomalously large compared to the expected critical thickness from 
the Blakeslee formula. This has been attributed to the existence of nanotwins in LaCoO3 





Figure 2.2: (a) Channel current I vs. channel voltage VC at 300 K with H.=.4.5 kOe for 
gate voltages VG1 = −15 V, 0 V, and +15 V. VG1 is seen to have no effect on 
channel current flow. (b) Channel current vs. VC at 77 K with H = 4.5 kOe 
for VG1 = −15 V, 0 V, and +15 V. Channel current is strongly suppressed for 
VG1 = +15 V. (c) ΔR / R0 vs. T  for VC = 8 V and H = 4.5 kOe at VG1 = +15 V 
and VG1 = −15 V. Nonzero ΔR / R0 is observed only for VG1 = +15 V, and 
only below the Curie temperature of the LaCoO3 layer. (d) ΔR / R0 vs. VG1 
for VC = 8 V at 77 K with/without an external magnetic field H. Negligible 
change in resistance is observed in the absence of an external magnetic field. 
For H = 4.5 kOe, an abrupt transition in ΔR / R0 is observed at VG1 = 7.5 V. 
(e) MR vs. external magnetic field H for VC = 8 V at 77 K, and gate bias 
voltages VG1 = 0 V, +15 V. Magnetic field was first swept from 0 Oe to +5 
kOe (−5.kOe) with VG1 = +15 V, followed by resetting VG1 and H 
successively and then a second field sweep from 0 Oe to +5 kOe (−5 kOe). 
(f) Illustration of the postulated materials response to VG1 = +15 V and 
−15.V, respectively. VG1 = +15 V results in lateral compression of the SrTiO3 
layer below the fingers followed by a ferromagnetic-nonmagnetic transition 
of LaCoO3 in these regions, whereas VG1 = −15 V increases tensile strain in 














Figure 2.2(a) and (b) shows channel current I measured as a function of VC for 
different gate voltages VG1, at 300 K and 77 K, respectively, with VG2 = 0 V and an 
external magnetic field of 4.5 kOe applied in all cases. The I-VC curves are nonlinear 
throughout the entire channel bias range, indicating the presence of Schottky contacts to 
the LaCoO3 channel and leading to a contact resistance that is voltage dependent. I is 
seen to be independent of VG1 at 300 K, but to be strongly suppressed for VG1 = +15 V at 
77 K. Furthermore, a +15 V bias was applied to either set of gate fingers with 0 V 
channel bias at 77 K, and the measured current at either end of the channel was smaller 
than 50 pA (not shown), so the possibility of any contribution by a gate leakage current to 
the observed current suppression can be eliminated.  
We can define a normalized resistance change, 
         ∆𝑅/𝑅! ≡ 𝑅 !!" − 𝑅 !!"!! 𝑅 !!"!!   ,           (2.1) 
as a function of VG1, where R ≡ VC / I is the channel resistance. Here, R contains both the 
total contact resistance Rc and the LaCoO3 channel resistance Rchannel. To compare and 
analyze Rchannel under different conditions, we use a fixed channel voltage VC = 8 V, in 
which case Rc is fixed and relatively small, and makes a negligible contribution to the 
resistance change. Figure 2.2(c) shows ΔR / R0 as a function of temperature for VG1 = −15 
V and VG1 = +15 V, with VC = 8 V in all cases. For VG1 = +15 V, there is a sharp drop in 
ΔR / R0 between 80 K and 90 K, with negligible dependence on temperature observed 
above 100 K. This transition coincides in temperature with the measured Curie 
temperature of strained LaCoO3 of ~85 K, [52] suggesting a connection between the 
electrical behavior shown in Figure 2.2(b) and (c) and ferromagnetism in the LaCoO3 
layer. Further evidence suggesting such a connection can be seen in Figure.2.2(d), which 
shows ΔR / R0 as a function of VG1 at 77 K for VC = 8 V and external magnetic fields of 0 
and 4.5 kOe. Two features are of particular interest. First, no dependence of channel 
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resistance on VG1 is observed in the absence of an applied magnetic field, indicating that 
magnetic-field-dependent transport plays a significant role. Second, in the presence of an 
external magnetic field the channel resistance increases very abruptly at VG1 = 7.5 V, 
indicative of an abrupt change in magnetotransport behavior at that voltage. We define 
magnetoresistance in the channel of the device to be given by 
     𝑀𝑅 ≡ 𝑅 ! − 𝑅 !!! 𝑅 !!!    ,            (2.2) 
where R is again the channel resistance and H is the external magnetic field. Figure 2.2(e) 
shows magnetoresistance as a function of external magnetic field for VG1 = 0 and 15 V. 
Nonzero magnetoresistance is observed only for VG1 = 15 V, and increases to values as 
high as 80% for an external field of 5 kOe. We also fabricated a device with a uniform 
planar gate structure, but for reasons described below ΔR / R0 and MR were both found to 
be zero for this device.  
The mechanism we propose as being responsible for the observed electrical 
behavior is illustrated schematically in Figure 2.2(f). Application of a gate voltage VG1 
modulates strain in the SrTiO3 layer through the existence of a piezoelectric response, 
specifically the converse piezoelectric effect in which the electric field produced by VG1 
leads to mechanical deformation of the SrTiO3. The resulting strain field extends into the 
adjacent LaCoO3 layer, allowing the strain in that layer to be modulated by the gate 
voltage as well. Because a critical minimum level of tensile strain is required to induce 
ferromagnetism in the LaCoO3 layer, [52, 54] varying VG1 allows strain in the LaCoO3 
layer to be modulated across the critical level required to induce the transition to 
ferromagnetic behavior, enabling electrical control of ferromagnetism in LaCoO3 to be 
achieved. As previously reported, [54] ferromagnetism occurs in the LaCoO3 layer above 
a threshold value of tensile strain; for lower strain values, the LaCoO3 is nonmagnetic. 
The XRD data shown in Figure 2.1(e) suggest that the tensile strain of LaCoO3 without 
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gate bias is in the vicinity of this critical point, so that modulation of ferromagnetism of 
the LaCoO3 would require an in-plane strain change of order ~0.1%. The dependence of 
channel resistance on gate voltage and magnetic field then arises as a consequence of 
spatially dependent modulation of ferromagnetism in the LaCoO3 channel due to the 
geometry of the gate contacts, and increased carrier scattering at ferromagnet-nonmagnet 
interfaces within the channel. It should be noted that screening of the gate electric field 
by the thin LaCoO3 layer is weak due to the low carrier density in that layer at low 
temperatures (e.g. 77 K), and therefore most of the electric field under a sufficient gate 
bias (e.g. 15 V) still enters the SrTiO3 layer beneath. 
Figure 2.3: (a) Surface topography. Scale bar is 150 nm. (b) PFM lateral amplitude 
image. (c) PFM lateral phase image. (d) PFM lateral phase histogram. 
Nonzero signal in the PFM amplitude image confirms the existence of 
piezoelectric response in the structure, while the histogram showing a 
bimodal phase response distribution indicates the presence of one dominant 
orientation for piezoelectric response, and the existence of smaller regions 
with inverted orientation. 
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Key to this mechanism is the existence of piezoelectric response in the SrTiO3 
layer. Figure 2.3 shows results of PFM [74] measurements performed on a 
LaCoO3(30.nm)/ SrTiO3(8 nm) heterostructure grown on Si (001). Room-temperature 
piezoelectric response, which in our SrTiO3 layers can be stabilized by compressive strain 
[60–62] imposed by the upper LaCoO3 layer, is clearly visible in images of both 
amplitude (Figure 2.3(b)) and phase (Figure.2.3(c)), and the statistical distribution of 
PFM phase response shown in Figure 2.3(d) unambiguously indicates the existence of a 
dominant material polarity, verifying the poled nature of the piezoelectric SrTiO3 layer 
and consistent with the observation that only a positive gate voltage (above a threshold) 
results in current suppression. While the PFM measurements shown here were performed 
at room temperature, earlier studies have indicated that piezoelectricity in SrTiO3 can be 
maintained and, indeed, increase at low temperature. [59] Similar measurements were 
performed on samples in which the SrTiO3 layer was replaced by MBE-grown heavily 
La-doped highly conductive SrTiO3 in which sufficient carriers are activated from the La 
doping level and the electric field across the SrTiO3 layer would be dramatically reduced 
or eliminated due to free carrier screening; no PFM response was observed, indicating 






Figure 2.4: (a) Cross-sectional view of device geometry and contact configuration for 
finite-element modeling of electric field distribution. Simulation results of 
the circumscribed region are shown in (c). (b) Channel current vs. VC at 77 
K with H.=.4.5 kOe for (i) VG1 = 0 V, VG2 = 0 V;	  (ii) VG1 = +15 V, VG2 = 0 V; 
(iii) VG1 = 0 V, VG2 = +15 V; and (iv).VG1.=.+15 V, VG2 = +15 V. Different 
gate biasing configurations lead to different electric field distributions and 
therefore variations in modulation of strain in the SrTiO3 layer, and of 
ferromagnetism in the LaCoO3 layer. (c) Finite element simulations of 
electric field (vertical component) distributions in the SrTiO3 layer for gate 
voltage applied in different configurations. In the first two cases where +15 
V is applied	   to either set of gate fingers, well-defined unbiased regions in 
the SrTiO3 layer can be found. In the third case, fringing fields at the gate 
contact edges penetrate the unbiased region, leading to laterally extended 
modulation in electric field and consequently strain. This expansion in 
electric field modulation results in reduced modulation of channel current in 
the case of VG1 = VG2 = +15 V. (d) Schematic diagram (left) and truth table 
(right) for a two-input exclusive-NOR (XNOR) logic gate implemented by 
our device structure. High (low) voltage is defined as 1 (0) for both inputs 














Investigation of the influence of gate finger geometry provides further insight into 
the roles of strain, strain-dependent ferromagnetism, and ferromagnet-nonmagnet 
interface scattering on electronic transport characteristics. Figure 2.4(a) shows a cross-
sectional schematic of the device geometry illustrated in Figure 2.1, with two sets of 
interdigitated gate fingers of length (in the direction of channel current transport) 500 nm 
and 200 nm separated by gaps of 150 nm between adjacent fingers, to which voltages VG1 
and VG2, respectively, are applied. Figure 2.4(b) shows channel current, measured at 77 K 
with H = 4.5 kOe, as a function of VC for different gate voltage configurations. High 
channel current is observed for VG1 = VG2 = 0 V, while much lower current is observed 
when +15 V is applied to one, but not both, sets of gate fingers – consistent with the 
influence of ferromagnet-nonmagnet interface scattering that arises when regions of 
nonmagnetic material are created by application of positive voltage to one set of gate 
fingers. However, high current flow is observed for VG1 = VG2 = +15 V.  
The origin of this ostensibly counterintuitive observation is revealed in Figure 
2.4(c), which shows a finite-element numerical simulation of the vertical component of 
electric field within the device region indicated by the dashed line in Figure 2.4(a) for 
different gate voltage configurations. Note that the simulated vertical electric field in the 
SrTiO3 layer is approximate since the dielectric constant used for SrTiO3 in the 
simulation is assumed to be 300ε0, which is for strain-free SrTiO3 at room temperature 
and not necessarily applicable to piezoelectric strained SrTiO3 thin films. [62] 
Nevertheless, the electric field distribution profile elucidated by the simulation is 
qualitatively correct, and sufficient to illustrate the key points in our discussion. For VG1 = 
VG2 = 0 V (not shown), no electric field, and consequently no strain modulation arising 
from the converse piezoelectric effect, is present. When either VG1 or VG2 (but not both) is 
increased to +15 V, there is a strong modulation of the electric field, and consequently 
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strain, along the length of the channel, resulting in alternating regions of ferromagnetic 
and nonmagnetic LaCoO3 in the channel. The resulting interface scattering leads to 
reduced channel current, as seen experimentally in Figure 2.4(b). For VG1 = VG2 = +15 V, 
however, the spacing between adjacent gate fingers is sufficiently small that the fringing 
fields at the edge of each gate finger yield much weaker variation in electric field, and 
consequently strain, along the length of the channel. As a result, the transition from 
ferromagnetic to nonmagnetic behavior occurs throughout the channel, resulting in high 
channel current due to the absence of interfacial scattering except at the ends of the 
channel region. We also note that this behavior further excludes the conventional 
MOSFET working mechanism as being responsible for the observed effect and, more 
interestingly, allows the device to provide exclusive-NOR logic functionality, as 
illustrated in Figure 2.4(d). 
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Figure 2.5: (a) The Valet-Fert current channel model for the case of VG > Vth.	  β	  and	  γ	  are 
bulk spin polarization in ferromagnetic LaCoO3 and interfacial spin 
polarization at the interface between ferromagnetic LaCoO3 and 
nonmagnetic LaCoO3, respectively. Both	  ρ F*	  and	  ρ	  N*	  are resistivity of the 
LaCoO3 channel at 77 K, L is the length of the channel for one period within 
which tF (tN) is length of the ferromagnetic (nonmagnetic) channel, and M is 
the total number of periods in the channel. Nonmagnetic regions form and 
lead to nonzero magnetic domain wall resistances at the interface with 
ferromagnetic regions so that three terms, i.e., (1 − β 2)ρ F*tF	   from 
ferromagnetic LaCoO3,	  ρ N*tN	   from nonmagnetic LaCoO3, and	  2(1 −	  γ 2)rb*	  
from magnetic domain walls, contribute to the total channel resistance R. (b) 
The Valet-Fert model for VG < Vth. The entire channel is ferromagnetic and 
domain wall resistance is absent, in which case only one term (1 −	  β 2)ρ F*L	  
contributes to R. 
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An analysis based on the Valet-Fert model [63] for current transport in magnetic 
and nonmagnetic multilayers provides both insight into factors dominating current 
transport in these devices, and quantitative estimates of spin polarization in the LaCoO3 
layer. Applicability of the Valet-Fert model to describe electrical transport in the LaCoO3 
film at 77 K can be confirmed from the conductivity data shown in Figure 2.1(c). As 
discussed above, the small-polaron transport in the LaCoO3 film at temperatures below 
150 K is Bloch-type band motion, analogous to carrier transport in conventional 
semiconductors with a large effective mass, to which the Boltzmann transport equation is 
applicable. [71] Valet and Fert [63] derived macroscopic transport equations, i.e., the 
Valet-Fert model, starting from the Boltzmann equation and formally justified its validity 
in the limit that the spin-diffusion length of each material is long compared to the mean 
free path of the same material, regardless of the layer thicknesses. This approach was 
further proved to be accurate for spin-diffusion lengths comparable to the mean free paths 
both theoretically by numerical studies of the Boltzmann equation [75] and 
experimentally [76]. In our device structure, the minimum length of each ferromagnetic 
or nonmagnetic region is 200 nm, which is expected to be much larger than the mean free 
path in the LaCoO3 layer given the large effective mass and consequently low mobility in 
the small-polaron narrow band. Therefore, the Valet-Fert model can be safely used to 
describe electrical transport in the LaCoO3 layer at low temperatures (77 K – 150 K).  
Figure 2.5 shows schematic illustrations of the primary factors contributing to the 
resistance of the LaCoO3 channel in the presence (Figure 2.5(a)) and absence (Figure 
2.5(b)) of nonmagnetic regions within the ferromagnetic LaCoO3. In Figure 2.5(a), 
alternating ferromagnetic and nonmagnetic regions of length tF and tN, respectively, have 
areal resistance (1 − β 2)ρ F*tF and ρ N*tN, where β is the spin polarization in the 
ferromagnetic LaCoO3 layer, and ρ F* and ρ N* are the resistivity of the ferromagnetic and 
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nonmagnetic segments. These segments are separated by interfacial regions of areal 
resistance (1 − γ 2)rb*, where γ  is the spin polarization at the interface and rb* the 
interfacial resistance. In Figure 2.5(b), the entire channel is ferromagnetic and the 
resistance of a single period L is given by (1 − β 2)ρ F*L. To estimate the spin polarization 
β in LaCoO3, we note that the resistance change ΔR / R0 and magnetoresistance MR, 
defined in equations (2.1) and (2.2), respectively, can be related to each other according 
to the expression 
                  𝑀𝑅 = 1− 𝛽! ∆𝑅 𝑅! − 𝛽!   .       (2.3) 
Using values for MR and ΔR / R0 from Figure 2.2 for H = 4.5 kOe, VC = 8 V, and VG1 = 15 
V at 77 K, we obtain β = 0.24 ± 0.02. An independent estimate of β can be obtained from 
a comparison of values for ΔR / R0 obtained using different gate dimensions, as in Figure 
2.4(b). This approach yields β = 0.29 ± 0.01, in very good agreement with that obtained 
from equation (2.3). Equation (2.3) also implies that MR should be independent of the 
number of periods, M, of the interdigitated finger structure, and therefore of the number 
of ferromagnet-nonmagnet interfaces traversed. It should be noted that since a magnetic 
field of 5 kOe is not sufficient to saturate the magnetization of our LaCoO3 film, [52] the 
spin polarization β extracted at 5 kOe is not the spin polarization of a magnetically-
saturated LaCoO3 layer. The extracted spin polarization in this work, however, is still 
useful in validating our use of the Valet-Fert model, and more importantly, the method 
described to extract the spin polarization should be applicable in magnetically saturated 
films as well.  
Table 2.1 shows measured values of MR for device structures with different gate 
dimensions and number of periods M, along with MR values predicted by equation (2.3) 
using values of ΔR / R0 measured using the same devices and spin polarization 
β.=.0.27.±.0.03. As predicted, MR is seen to be independent of M, and to vary as 
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expected with ΔR / R0 for different gate dimensions. The value of β obtained above 
together with the fact that no distinguishable resistance change was observed by applying 
a positive voltage to a planar gate uniformly over the entire channel further indicates that 
the magnetic domain wall scattering at ferromagnetic-nonmagnetic interfaces rather than 
the difference in conductivity of the ferromagnetic and nonmagnetic phase predominantly 
leads to the large ΔR/R0 and MR. 
 
M 9 18 
VG1 (V) 15 0 15 
VG2 (V) 0 15 0 
MRmeas (%) 75.0 ± 0.5 71.0 ± 0.8 75.7 ± 0.6 
MRcal (%) 71.8 ± 3.0 68.7 ± 3.0 72.3 ± 3.1 
Table 2.1: Measured and calculated MR at VC = 8 V, T = 77 K and H = 4.5 kOe for 
different gate biasing configurations and number of periods in a single 
device. Excellent consistency between measured MR data and corresponding 
values calculated using the Valet-Fert model, particularly the fact that MR is 
independent of M, strongly supports the basic applicability of the Valet-Fert 
model and the role of ferromagnet-nonmagnet interface scattering in the 
experimental observation. 
2.4 SUMMARY 
In summary, we have designed, characterized, and analyzed devices based on 
LaCoO3/SrTiO3 heterostructures grown on Si (001) substrates by MBE in which the 
combination of strain-dependent ferromagnetism in LaCoO3, the converse piezoelectric 
effect in SrTiO3, and strain coupling between these layers enables electrically controlled 
ferromagnetism and magnetoresistance to be achieved. Detailed mechanisms explaining 
this behavior are developed and verified using (i) the Valet-Fert model to quantify 
LaCoO3 spin polarization, magnetic interfacial resistances, and the dependence of 
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magnetoresistance on device geometry; (ii) finite-element modeling of electric field 
distributions to explain variations in current transport for different gate finger geometries; 
and (iii) PFM studies to confirm the presence of piezoelectric response in SrTiO3 films 
within our device structures. These results illustrate a new approach for electrically 
controlling local ferromagnetism in complex oxide heterostructures and for probing and 
controlling spin transport behavior in complex oxides at submicron dimensions, and offer 
the possibility of straightforward integration with conventional Si-based electronics via 



















Chapter 3: Resistive Switching of Single-Crystal Anatase-TiO2 on 
Silicon2 
3.1 INTRODUCTION 
In recent years there has been intense interest in developing non-charge-based 
nanoscale nonvolatile memory (NVM) bit cells as an alternative to the current 
mainstream charge-based approaches as represented by flash memories, which suffer 
from long writing times and face tremendous challenges as transistor sizes decrease 
further into the nanoscale regime [77]. Among the emerging NVM technologies, metal-
oxide resistive random access memory (RRAM) has received particular interest owing to 
its high density, excellent scalability, simple device structures, low power consumption, 
fast switching speed, and compatibility with conventional complementary metal-oxide-
semiconductor (CMOS) technology [78–80]. 
TiO2 is one of the most extensively studied metal oxides that exhibit resistive 
switching behavior, and has enjoyed particular prominence for RRAM applications, 
memristors, reconfigurable analog integrated circuits, stateful implication logic, and 
neuromorphic computing [81–95]. In addition, TiO2 is particularly intriguing in that both 
unipolar resistive switching (URS) and BRS have been reported [91], enabling it to serve 
as a rich platform for studying and comparing different RS mechanisms concurrently [79, 
81], including thermochemical [88, 89], valence change [84], and electrostatic/electronic 
switching [90, 93]. Regardless of the specific RS behavior that TiO2 demonstrates, 
                                                
2 Part of the content of Chapter 3 has been published as C. Hu, M. D. McDaniel, J. G. Ekerdt, and E. T. Yu, 
“High ON/OFF ratio and quantized conductance in resistive switching of TiO2 on silicon”, IEEE Electron 
Device Lett. 34, 1385—1387 (2013), and as C. Hu, M. D. McDaniel, A. Posadas, A. A. Demkov, J. G. 
Ekerdt, and E. T. Yu, “Highly controllable and stable quantized conductance and resistive switching 
mechanism in single-crystal TiO2 resistive memory on silicon”, Nano Lett. 14, 4360—4367 (2014). C. Hu 
designed, modeled, fabricated, characterized, and analyzed the devices involved in this work. M. D. 
McDaniel and J. G. Ekerdt contributed to the growth and X-ray photoelectron spectroscopy studies of the 
epitaxial TiO2 thin films. E. T. Yu supervised the work in every aspect. All the authors contributed to the 
writing and revision of the manuscripts. 
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oxygen vacancies are always believed to play a critical role in the RS of TiO2, as 
indicated both theoretically [96, 97] and experimentally [82, 83, 95, 98, 99].  
By far almost all work on RS in metal oxides has been on polycrystalline or 
amorphous oxides. In this work, RS of single-crystal anatase TiO2 grown epitaxially on 
Si (001) is investigated in detail, and shown to originate from a valence change 
mechanism rather than thermochemical or electrostatic/electronic switching, but to 
behave electrically in a manner very similar to electrochemical metallization memory, 
and quite different from typical polycrystalline or amorphous TiO2 RS elements [81–85, 
88–95, 98, 99]. Key characteristics of the RS we observe in single-crystal anatase TiO2 
include a record high ON/OFF ratio (106–107), small electronic leakage current in the 
HRS [100], low RESET current, and highly controllable and reproducible QC in the low-
resistance state (LRS). The demonstrated resistive switching behavior is fundamentally 
different as compared to what has been observed in more conventional structures to date. 
For many RRAMs, the formation and rupture of nanoscale conductive filaments 
(CF) within an insulating matrix is widely accepted as the major working mechanism [78, 
79]. In fact, the prediction that ideally a CF can be shrunk to the atomic scale has helped 
to trigger extensive research efforts in the RRAM field. Quantized conductance [101] for 
the low-resistance state of RS is an inevitable consequence of scaling of filamentary-type 
RRAM cells to nanoscale dimensions, and has been suggested to be of potential interest 
for building synaptic devices [102–104]. For these reasons, combined with their 
compatibility with silicon-based CMOS technology, binary oxides have been a subject of 
intense research interest in recent years for demonstration and investigation of quantized 
conductance phenomena. Previous reports have shown that conductance quantization can 
occur in metal oxides or silicon oxide without using Ag or Cu as an active electrode 
[105–110]. However, these results are either associated with transient current jumps (i.e., 
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conductance changes) during the SET/RESET process that significantly limit the 
usefulness of the observed QC, or obtained from dc resistance recorded at a specific 
voltage in a nonlinear LRS current-voltage (I–V) characteristic, leading to ambiguity 
when interpreting the measured resistance. More importantly, effective control over 
stabilized QC of a nanofilament by electrical means is generally absent. Here, highly 
stable QC is unambiguously demonstrated in epitaxial single-crystal anatase TiO2 RRAM 
cells, with the number of quantized channels reproducibly controlled by the compliance 
current applied during the SET process. This behavior enables epitaxial TiO2 RS devices 
to offer the possibility of working as a practical multilevel cell and as a platform for 
exploring novel electrical properties associated with metallic nanophases present in metal 
oxides. A physics-based analytical model for the SET and RESET processes is developed 
to account for our experimental findings that are fundamentally different from those 
previously reported in other literature. 
3.2 EXPERIMENTAL DETAILS 
Epitaxial single-crystal anatase TiO2 thin films of 8 nm thickness were grown by 
ALD on n+ Si (001) substrates (ρ ~ 0.01 Ω·cm) with a thin single-crystal strontium 
titanate (STO) buffer layer. The four unit cells of STO grown by MBE serve as a 
template for ALD growth. The TiO2 film is crystalline as-deposited on STO-buffered Si 
(001) with no post-deposition annealing required.  
The TiO2 films were analyzed by in situ X-ray photoelectron spectroscopy (XPS). 
For the 8 nm TiO2 film, XPS spectra were taken before and after ALD growth. XPS is 
performed with a VG Scienta R3000 electron analyzer with a monochromated Al Kα x-
ray source. The analyzer is calibrated using a silver foil, where the Ag 3d5/2 core level is 
defined to be 368.28 eV. High-resolution spectra of the Ti 2p, O 1s, and Si 2p peaks are 
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measured using a pass energy of 100 eV with an analyzer slit width of 0.4 mm. Each 
high-resolution scan is measured four times and summed, using 50 meV steps with a 
dwell time 157 ms per step. Film composition was determined using CasaXPS (ver. 
2.3.16) peak fitting with a Shirley background subtraction. 
200 µm diameter circular top electrode contacts to the TiO2 were formed by 
photolithography, e-beam evaporation of 5 nm Ti/ 160 nm Au, and lift-off. Metallic Ti 
overlayers deposited on TiO2 (both bulk crystal and thin film) have been shown to 
produce a region of interfacial suboxide, TiOx (x < 2). This interfacial layer is present 
even when Ti is deposited at a low temperature and is reported to be ~2 nm thick [111, 
112]. Therefore, a non-stoichiometric TiOx interlayer is expected at the top Ti/TiO2 
interface due to oxygen gettering by the metallic Ti overlayer [84]. The back surface of 
the n+ Si substrate was coated with 8 nm Ti/ 100 nm Au as a bottom electrode. The RS 
behavior of the films was measured in air at room temperature by an Agilent 4156A 
precision semiconductor parameter analyzer in I–V sweep mode. The sweeping voltage V 
was applied to the top electrode with the bottom electrode grounded. The compliance 
current Icomp was fixed at 100 µA for electroforming, whereas during the SET process, 
Icomp was set between 10 µA and 1 mA to prevent hard breakdown in the TiO2 films. The 
HRS and LRS resistances (RHRS and RLRS) were measured at a read voltage of +0.1 V. 
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3.3 RESULTS AND DISCUSSION 
Figure 3.1: X-ray photoelectron spectra taken of a four-unit-cell (1.5 nm) SrTiO3 buffer 
layer on Si (001) (dashed red line) and after 8-nm-thick epitaxial TiO2 
grown by ALD (solid black line). The high resolution core-level scans are 
shown for (a) Si 2p, (b) Ti 2p, (c) Sr 3d, and (d) O 1s. 
Stoichiometric TiO2 films were deposited on STO-buffered Si (001). High 
resolution core-level spectra of the Si 2p, Ti 2p, Sr 3d, and O 1s were taken before and 
after TiO2 film growth on the single-crystal STO buffer layer on Si, as shown in Figure 
3.1. The Ti 2p3/2 peak is located at 459.4 eV for the 8 nm TiO2 film, indicating that the Ti 
is fully oxidized. We note, however, that the sensitivity of XPS is not sufficient to detect 
oxygen deficiencies of much less than 1%, which can lead to significant changes in the 
electrical conductivity. While the presence of a low concentration of oxygen vacancies 
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within the as-grown TiO2 cannot, therefore, be excluded on the basis of XPS, electrical 
measurements indicate that the as-grown TiO2 film is highly resistive. The Si 2p 
spectrum confirms that there is negligible SiO2 formation after MBE growth of the 
single-crystal STO buffer layer. A small presence of silicon suboxide (SiOx) is observed 
at ~102.2 eV, although the thickness of this layer is estimated to be 5 Å or less [113].   
Figure 3.2: (a) Device structure for single-crystal TiO2 cells; (b) typical I–V 
characteristics. 
The device structure for the epitaxial TiO2 RS cells is shown schematically in 
Figure 3.2(a). The typical RS I–V characteristics of such a device, shown in Figure 
3.2(b), exhibit linear I–V behavior in the LRS and abrupt, clean RS for both SET and 
RESET processes. A detailed analysis of the electrical behavior provides important 
insights into the specific RS mechanism involved in this material system. There are five 
basic mechanisms that are used to explain redox-based RS in various materials [79] – the 
electrostatic/electronic mechanism, the valence change mechanism, the thermochemical 
mechanism [114–116], the electrochemical metallization mechanism [117], and the phase 
change mechanism [118]. For transition metal oxides such as TiO2, the phase change 
mechanism, i.e., temperature-induced transition between amorphous and crystalline 
phases, can be eliminated at the outset as the RS mechanism [118]. Detailed analysis of 
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HRS I–V characteristics, as described below, allows all but one of the other mechanisms 
to be eliminated as well. 
The electrostatic/electronic mechanism has been reported as a BRS mechanism in 
polycrystalline and amorphous TiO2. In these materials, SET (RESET) occurs due to 
trapping (detrapping) of electrons in the switching layer (i.e., the layer adjacent to the top 
contact), which contains a high density of electron traps (typically oxygen vacancies), by 
applying a negative (positive) voltage to the top contact [90, 93]. For the single crystal 
anatase TiO2 films in our work, the oxygen-deficient layer lies at the top of the structure, 
and therefore the bias voltage polarities for which the SET and RESET processes occur 
are contrary to those expected for the electrostatic/electronic mechanism. In addition, for 
RS devices that operate based on the electrostatic/electronic mechanism, space-charge-
limited-current conduction governs electrical transport and leads to nonlinear (square-
law) I–V characteristics in the LRS, the ON/OFF ratio is usually small [90, 93], and there 
should be no sudden transition from the LRS to the HRS during RESET, all of which are 
contrary to the behavior found in this work. Thus, we conclude that the 
electrostatic/electronic-based mechanism is not responsible for the BRS of the single-
crystal anatase TiO2 films studied here. 
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Figure 3.3: Electrical characteristics for the single-crystal TiO2 device which contradict 
with those of thermochemical or heat-induced RS mechanism. (a) IRESET vs. 
Icomp for Icomp ranging from 10 µA to 1 mA; (b) I–V characteristics of a set of 
dc double sweeps, each starting from V = 0 V but with an incremental Icomp 
(from 400 µA to 1 mA), after the SET process under Icomp = 400 µA. 
RS via the thermochemical mechanism relies on rupture of CFs by self-
accelerated diffusion of oxygen vacancies due to Joule heating and is responsible mainly 
for URS as well as BRS in some metal oxides [114–116]. In the case of thermochemical-
based URS and BRS, the peak value of electric current during RESET, Ireset, is found 
empirically to be proportional to the compliance current, Icomp, with a universal ratio Ireset / 
Icomp of about 1.2, irrespective of the URS/BRS mode and of the metal oxide material 
used in the RRAM device [114–116]. For the TiO2 devices in this work, however, Ireset is 
smaller than Icomp over a wide range of Icomp, as shown in Figure 3.3(a), and the power 
dissipation at which RESET occurs is therefore smaller than the power dissipated by the 
device in the ON state following the SET process for nearly all the different Icomp values 
tested. Figure 3.3(b) shows the I–V characteristics of a set of dc double sweeps (i.e., an 
upsweep followed by a downsweep), each starting from V = 0 V but with Icomp increasing 
in 0.1 mA steps. The first sweep is with Icomp = 0.4 mA, right after the SET process under 
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the same Icomp. It can be seen that for the following sweeps with Icomp incrementally 
increasing, RLRS is always very stable and maintains the same value as that for the first 
sweep with Icomp = 0.4 mA. Even with Icomp for the last sweep at 1.0 mA, which is much 
larger than the corresponding Ireset ~ 0.38 mA during the follow-up negative voltage 
sweep (not shown), RLRS remains at the same value, indicating that the CF formed in the 
SET process is highly stable against either growth or rupture. Positive voltage sweeps 
with Icomp = 10 mA and the same voltage peak value and sweep rate as for the former 
SET process (for which Icomp = 10 µA–1 mA) were also performed (not shown); no URS 
behavior was observed under this condition. This observation together with Figures 
3.3(a) and (b) unambiguously excludes the possibility of interpreting the RESET process 
as mainly being the result of heat-induced rupturing of the CF. It should be noted, 
however, that Joule heating could still play a minor role for the RESET processes in this 
material system, and thermochemical-based URS could potentially be achieved in our 
system by applying a voltage sweep with Icomp much larger than 10 mA.  
The high ON/OFF ratio, low electronic leakage in the HRS, and linear I–V 
characteristics in the LRS found for the single-crystal anatase TiO2 devices are highly 
reminiscent of features typically observed in electrochemical-metallization based systems 
[79, 102–104], in which a CF consisting of metal atoms with high ionic mobility 
(typically Ag or Cu) bridges the whole film during SET and mostly dissolves during 
RESET. However, in our material system, Ti/Au is used as the top metal contact and 
titanium is not a highly mobile ionic species – in fact, positively charged oxygen 
vacancies are even more mobile than titanium ions [78, 79] and are considered as the 
major mobile species driving the RS behavior in TiO2 [79, 82, 83, 96–99]. Therefore, the 
only remaining possible mechanism that could be responsible for the RS observed in our 
material system is the valence change mechanism. Although this conclusion is consistent 
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with previous reports on TiO2 RRAM cells [79, 84], the electrical characteristics of 
single-crystal anatase TiO2 RS devices are very different from, and generally superior to, 
those typically observed for amorphous or polycrystalline TiO2. 
Figure 3.4: (a) RLRS vs. device size (in diameter) after SET processes (30 SET processes 
for each device size) under Icomp = 500 µA, showing no dependence of RLRS 
on the device electrode area; (b) RLRS vs. T for a particular ON-state of the 
200 µm diameter device after SET under Icomp = 500 µA, demonstrating a 
metallic conduction behavior in the LRS. 
Valence change-based BRS typically occurs in transition metal oxides with 
electrodes that do not inject metal cations due to the fact that the electrode metal is not 
easily oxidized (e.g., Pt or Au) or that the oxidized form is not easily reduced back to the 
metal (e.g., Al, Ti or Nb). This type of RS normally involves a localized (laterally for 
filamentary RS and vertically for interfacial area distributed RS) enrichment or depletion 
of oxygen vacancies by applying bias voltages of opposite polarities [79]. Interfacial RS 
based on the valence change mechanism relies on the modulation of a Schottky barrier by 
movement of an ionic species into or out of that barrier layer [84], which typically shows 
electrode area-dependent RLRS. In this respect, RS based on height and/or width 
modulation of a Schottky barrier is inconsistent with the linear LRS I–V characteristics 
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and abrupt transitions from the HRS to the LRS during RESET observed for our material 
system [79, 84]. Figure 3.4(a) compares RLRS (after SET at Icomp = 500 µA) for top 
electrodes of different sizes (80 µm, 100 µm, 150 µm, and 200 µm in diameter, 
respectively), where RLRS is found to be almost constant over different device sizes, 
suggesting the filamentary nature of the LRS. Shown in Figure 3.4(b) is RLRS as a 
function of temperature (278–338 K) around room temperature for a particular ON-state 
of the 200 µm device after SET at Icomp = 500 µA. RLRS is clearly seen to be essentially 
constant, increasing by less than 1 Ω when the temperature increases from 278 K to 338 
K, indicating that ballistic conduction across a nanoscale channel, with minimal 
additional series resistance, occurs. Therefore, we conclude that the filamentary-type 
valence change switching mechanism applies to the RS of our materials stack, i.e., 
Au/Ti/single-crystal anatase TiO2/STO/n+ Si.   
Figure 3.5: Illustration of the proposed RS mechanism based on the I–V characteristics. 
In each part of the illustration, voltage is applied to the top contact after the 
depicted oxygen vacancy configuration is achieved within the TiO2 matrix, 
and the arrows denote moving direction of oxygen vacancies upon 
application of voltage to the top contact. Oxygen vacancy configuration (a) 
in the pristine state, (b) during the SET process, (c) in the ON state, and (d) 
in the OFF state. 
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The filamentary-type valence change based switching mechanism for the single-
crystal TiO2 device is therefore proposed to be as follows. In an as-fabricated TiO2 
device, an oxygen-deficient layer is only present at the top of the TiO2 layer due to the 
top Ti metallization [84], as shown in Figure 3.5(a). We have determined experimentally 
that a single-crystal TiO2 device is not switchable with a pure Au top electrode 
(specifically, for an 80 s double sweep of voltage with a peak voltage of +5 V). This 
behavior is different from that of conventional valence change memories, in which 
oxygen vacancies can easily be generated at the interface with a noble-metal anode 
during electroforming and the resulting ON/OFF ratio is usually small [79]. This 
indicates that for a top electrode made of noble metal in contact with the single-crystal 
anatase TiO2 film, the number of oxygen vacancies electrochemically generated during 
the electroforming/SET process (within the typical timescale employed in this work) is 
insufficient to form extended defects as the seed for a filamentary switching event [79]. 
In contrast, a top oxygen-deficient layer, serving as a reservoir of oxygen vacancies, 
helps to achieve a very high ON/OFF ratio without causing hard breakdown of the RS 
active layer.  
By applying a positive bias voltage to the top contact, oxygen vacancies drifting 
from the top oxygen-deficient layer are partially reduced and re-deposited upward from 
the bottom, i.e., the TiO2/STO interface (Figure 3.5(b)) [97], This process leads to 
localized formation of a CF, assisted by local roughness of the oxygen vacancy cluster 
distribution at the bottom that enables CF nucleation at a local asperity, to complete the 
SET process (Figure 3.5(c)). Since TinO2n–1 (n = 3–5 for rutile and 5–7 for anatase) 
Magnéli or Magnéli-like nanophases are the only known structural configurations of 
oxygen vacancies in TiO2 that demonstrate metallic and resistively switchable behaviors 
[95, 98, 99, 119], and the LRS I–V behavior observed in this work is metallic (Figure 
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3.4(b)), we postulate that the CF formation in the anatase TiO2 is attributable to an 
energetically-favorable local phase transformation to a Magnéli-like nanophase by one-
dimensional (laterally confined) nucleation of extended defects composed of migrating 
oxygen vacancies at a random site(s) for each SET process [78, 79, 95, 98]. In addition, 
SET could also occur in the STO and/or SiOx layers since the observed LRS I–V 





Figure 3.6: Electrical performance of an 8 nm thick single-crystal TiO2 device. (a) Log 
I–V of typical RS characteristics of an electroforming sweep (grey) and a 
regular RS sweep (blue); (b) RHRS and RLRS over 100 successive switching 
sweeps, with letters A to M indicating different Icomp applied during SET 
process of those sweeps (A – 10 µA, B – 100 µA, C – 200 µA, D – 300 µA, 
E – 400 µA, F – 50 µA, G – 500 µA, H – 600 µA, I – 700 µA, J – 75 µA, K 
– 800 µA, L – 900 µA, M – 1 mA); (c) RHRS and RLRS vs. Icomp based on the 
data shown in (b), where saturation of the RLRS increase at smaller Icomp can 
be seen; (d) Histogram of GLRS in units of G0 = 2e2/h for the 100 successive 
cycles shown in (b), in which distribution of discrete peaks around integers 



















During the RESET process, the CF dissolves owing to the electrochemical current 
through the TiO2 matrix, followed by the electric-field driven oxygen vacancy drift back 
to the top, as shown in Figure 3.5(d). Figure 3.6(a) shows that the pristine-state current 
(i.e., OFF-state current before electroforming) is the same order of magnitude as the 
subsequent OFF-state current. This indicates that during the last stage of the RESET 
process [immediately after reaching the RESET voltage, −0.15 V in this case, cf. Figures 
3.2(b) and 3.6(a)], most of the dissolved positively-charged oxygen vacancies are driven 
by the large electric field back toward the top electrode, leaving the single-crystal anatase 
TiO2 layer beneath with very few oxygen vacancies. On the other hand, the 
electroforming threshold voltage is higher than the SET voltage, as shown for example in 
Figure 3.6(a) and also observed for a wide range of SET compliance currents, indicating 
that during electroforming, additional oxygen vacancies are created by movement of 
oxygen atoms from the Ti/TiO2 interface into the Ti electrode [84], lowering the 
threshold voltage for the subsequent SET processes. We also note that in Figure 3.6(a), 
the I–V curve after RESET in the regular SET/RESET cycle does not go through the 
origin, which may indicate the emergence of the recently reported nanobattery effect for 
redox-based RS systems [120]. 
Figure 3.6(b) shows RHRS and RLRS measured over 100 dc sweep cycles under 
Icomp ranging from 10 µA to 1 mA. Here, each RLRS was measured right after a SET 
process under the corresponding Icomp, which is different from the measurement scenario 
for Figure 3.3(b). Very high ON/OFF ratios of 106–107 are observed over the entire range 
of Icomp. This is unusual for filamentary-type valence change memory with a top electrode 
in the size range employed here (200 µm in diameter), for which the ON/OFF ratio is 
generally small due to the fact that filamentary RS only affects a tiny portion of the entire 
electrode area and the remaining electrode area normally contributes to a non-switching 
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parallel resistance by means of electron tunneling or hopping through point defects (e.g., 
oxygen vacancies and/or reduced metal ions) within the insulating oxide matrix [79]. In 
this respect, the single-crystal nature of the TiO2 could play a key role, with high 
crystallinity and film quality helping to minimize the intrinsic defects, and greatly 
suppress the background electric current in both states of RRAM operation.  
We also observe in Figure 3.6(b) that while no apparent trend of RHRS over the 
cycles can be seen, a stable and reproducible modulation of RLRS by over one order of 
magnitude is achieved by varying Icomp, indicating the potential of using the single-crystal 
anatase TiO2 material system for implementation of multilevel memory cells [79, 80]. 
Figure 3.6(c) shows RHRS and RLRS as a function of Icomp in the log R – log I form, 
summarizing the data from Figure 3.6(b). RHRS is always above 1010 Ω over the entire 
range of Icomp, whereas RLRS increases as Icomp decreases and eventually saturates at ~12.9 
kΩ. It should be noted that in our measurements, the SET process does not occur for Icomp 
< 10 µA, from which we conclude that during the SET process a minimum compliance 
current is required to form and maintain a conductive nanofilament fully connecting the 
top and bottom electrodes. The saturation of RLRS occurs at a resistance R0 = 1/G0 = 
h/(2e2), where h is Planck’s constant and e is the magnitude of the electron charge. R0 
corresponds to the intrinsic contact resistance of a single-mode ballistic conductor 






Figure 3.7: Histograms of GLRS in units of G0 = 2e2/h for the 390 cycles (including the 
100 successive cycles in Figure 3.6), with 30 cycles for each Icomp, showing 























The quantized nature of conductance in the LRS is shown more explicitly in 
Figure 3.6(d), in which a histogram of the LRS conductance GLRS ≡ 1/RLRS for the 100 
successive cycles shown in Figure 3.6(b) reveals a series of discrete peaks around integer 
multiples of G0. To further elucidate the role of Icomp in determining the number of 
conductance channels n, histograms of GLRS in units of G0 for 390 switching cycles (30 
cycles for each Icomp) performed on the same TiO2 device as that for Figure 3.6 are shown 
in Figure 3.7 for compliance currents up to 1 mA. At compliance currents of 10–200 µA, 
histogram peak(s) corresponding to one or two quantized conductance values for each 
Icomp can be seen, and the number of conductance channels n increases with Icomp. Within 
this range of compliance current (10–200 µA), GLRS can be controlled to within a single 
quantum of conductance by imposing a given Icomp during the device SET process. Since 
GLRS is extracted from linear I–V characteristics in the LRS, good control over n and 
therefore over the thickness of a conductive nanofilament at or near the atomic scale via 
Icomp is demonstrated. At all of the higher compliance currents tested (300 µA–1 mA), 
corresponding to larger numbers of conductance channels, n can be controlled to within 
±(0.5–1.5)G0, with the average number of conductance channels increasing with Icomp and 
reaching (19±0.6)G0 for Icomp = 1 mA. Figure 3.8(a) summarizes the data in Figure 3.7 by 
plotting GLRS vs. Icomp, with the mean and standard deviation of GLRS for each Icomp shown 
in Figure 3.8(b).  
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Figure 3.8: (a) GLRS vs. Icomp for Icomp ranging from 10 µA to 1 mA summarized from 
each histogram in Fig. 6; (b) mean and standard deviation values of GLRS in 
units of G0 in (a).  
The observation of highly controllable, reproducible QC raises the issue of the 
role the single-crystal anatase TiO2 material system, including possible Magnéli-like 
nanophases, plays in demonstrating QC, and whether the observed QC with multiple 
quantized channels, i.e., for n ≥ 2, corresponds to a single relatively thick nanofilament or 
a collection of independent thin nanofilaments [121, 122]. With regard to the first issue, it 
has been previously reported that Magnéli-like nanocolumns of 1–2 nm in width can exist 
with (101) crystallographic shear planes in thin epitaxial anatase TiO2 films grown on 
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(001) LaAlO3 planes [119], and that SET switching can be regarded as a local phase 
transformation of the TiO2 film (anatase or rutile) to the Magnéli or Magnéli-like phase at 
the nanometer scale [78, 79, 95, 98]. It should be noted that RLRS is essentially constant 
(with an increase by less than 1 Ω from 278 K to 338 K) around room temperature for 
each ON-state (e.g., Figure 3.4(b)), also indicating that electron transport through the 
metallic CF is ballistic, for which temperature-dependent scattering processes are 
generally absent. Therefore, the QC characteristics observed here in the LRS of the 
single-crystal anatase TiO2 thin film are consistent with the localized formation of a 
filamentary quantized conductance channel consisting of a nanoscale Magnéli-like phase 
within which ballistic electron transport can occur. The bulk metal electrodes in contact 
with such a conductance channel could be either the Ti top and the n+ Si bottom 
electrodes, or thicker regions of metallic Magnéli-like phases that act as virtual metal 
electrodes connecting the atomic scale nanofilament to the Ti and n+ Si electrodes. In 
either case, the single-crystal nature and high quality of the anatase TiO2 film is believed 
to play a key role in suppressing the background current and enabling the emergence of 
QC in the LRS.  
With regard to the formation of a single filament or multiple filaments at high 
compliance currents, we see in Figure 3.3(b) that the CF is highly stable against further 
growth or rupturing at positive voltages once it is formed. In addition, it is widely known 
that regardless of the detailed RS mechanism, growth of a new CF is significantly 
suppressed after the cell is SET due to the combination of greatly decreased voltage drop 
across the cell upon SET and the exponential dependence of the CF growth rate on this 
voltage drop [79, 80]. Therefore, if a collection of independent nanofilaments were to 
account for the higher values of GLRS, they would need to form essentially simultaneously 
at the SET voltage. In this case, however, it is very unlikely that there would be such a 
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clear monotonic dependence of n on Icomp (Figure 3.8), because the number of growing 
CFs before the cell is ON cannot be determined by Icomp. For Icomp ≥ 600 µA, i.e., n ≥ 14–
16, the observed distribution of values for GLRS begins to become more continuous, as 
shown in Figure 3.7. This can be understood as a consequence of the fact that for a 
thicker conductive nanofilament, the energy spacing between its subbands becomes 
smaller and eventually is comparable to or smaller than a few kBT, in which case sharp 
transitions of conductance over adjacent n’s are significantly smeared out [101]. This also 
suggests the formation of a single thick nanofilament with a large n instead of a 
collection of several independent thin nanofilaments with small n’s. It is therefore highly 
likely that only a single thick nanofilament is formed for the cases where n ≥ 2. 
To help us further understand the resistive switching physics, the band diagram 
evolution of a complete switching process is depicted in Figure 3.9(a), based on the 
above qualitative conclusions drawn from the experimental results. During the 
electroforming/SET process, due to the upward growth of the aggregated oxygen 
vacancies, the conduction band of the metallic CF eventually extends from the bottom 
electrode to the top electrode, which increases the electric field in the gap between the top 
electrode and the CF tip, and accelerates the oxygen vacancy drift and therefore the SET 
process. Figures 3.9(b) and (c) show the HRS I-V characteristics from Figure 3.2(b), 
plotted as I-V 2 and ln(I/V)-V 1/2, respectively. From Figure 3.9(b), I is found to be 
proportional to V 2 at voltages smaller than ~0.9 V in the HRS during the SET process, 
suggesting space charge limited current (SCLC) as the major transport mechanism within 
that voltage range. Since SCLC conduction occurs when the injected carrier density 
exceeds that of the thermally activated free carriers, the observation of very small SCLC-
based current for low voltages is consistent with an extremely low concentration or low 
mobility of free carriers in the HRS, as expected in the presence of deep donor levels 
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associated with oxygen vacancies and/or Ti3+ interstitials. On the other hand, Poole-
Frenkel emission is found to be the dominant transport process in the HRS for voltages 
higher than 0.9 V. As shown in Figure 3.9(c), the I-V relation observed in this voltage 
range is of the form 
 
      ,                    (3.1) 
where q is the electron charge, φB the barrier height, ε the high-frequency dielectric 
constant of the insulator, dS the gap size of the ruptured CF, kB the Boltzmann constant, 
and T the absolute temperature. This behavior corresponds to that expected for Poole-
Frenkel emission. Using Equation (3.1) and taking ε = 8εo as the optical dielectric 
constant for anatase TiO2 [123] where εo is the vacuum permittivity, we find that dS 
averaged over the voltage range for which Poole-Frenkel emission dominates can be 
estimated from the slope shown in Figure 3.9(c) to be ~7 nm, which is close to the 
thickness of the TiO2 layer. Poole-Frenkel emission, in which capture and emission of 
electrons by traps occurs by virtue of a lowered potential well along the direction of a 
high electric field, is prominent only when sufficient carriers and a sufficient density of 
traps are available, and its occurrence here is indicative of the efficient injection of 
electrons from the n+ Si substrate under a high electric field. 
After the initial formation of the CF fully bridging the top and bottom electrodes, 
since most of the applied voltage still drops across the CF neck, the CF starts to expand 
laterally by the deposition of oxygen vacancies onto the lateral wall of the tapered CF 
neck, causing the electronic current through the structure to increase. At the point when 



















internal current-limiting circuitry of the instrument starts to share the most part of the 
applied voltage, and the ionic current across the switching cell therefore becomes 
negligible. In this way, the lateral growth of the CF essentially stops, which defines RLRS 




Figure 3.9: (a) Band diagram evolution of a complete resistive switching process in the 
single-crystal TiO2 materials system. TE and BE denote "top electrode" and 
"bottom electrode", respectively. (b) I-V 2 plot of the SET sweep before the 























Since there is effectively no compliance current applied during the RESET 
process, most of the bias voltage drops across the switching cell in the LRS. Due to the 
presence of the very thin SiOx layer that separates the Si substrate from the active RS 
layer, an electron transfer overpotential difference builds up and enables electrochemical 
current across the SiOx layer. Based on the same mechanism as that for the SET process, 
oxygen vacancies become oxidized again and dissolve starting from the part of the CF 
that is adjacent to the n+ Si bottom electrode. Once the bottom part of the CF fully 
dissolves, the CF ruptures and the cell is therefore switched off. Therefore, the total 
charge required to dissolve the bottom part of the CF determines the RESET 
characteristics such as VRESET and IRESET. Based on the Butler-Volmer equation responsible 
for electrochemical processes, it can be shown that VRESET is only dependent on the 
volume and cross-sectional area of the bottom part of the CF. Since the CF neck close to 
the top electrode determines RLRS, VRESET is therefore independent of RLRS, and IRESET is 





Figure 3.10: (a) Scatter plot of IRESET versus RLRS. (b) Histogram of VRESET that 
























It is noteworthy that, as shown in Figure 3.8(a), GLRS does not linearly vary with 
Icomp and instead increases faster with Icomp in the low compliance current regime (200 µA 
- 500 µA) than in the high compliance current (500 µA - 1 mA) and levels off in the ultra 
low compliance regime (10 µA - 100 µA). On the other hand, in a set of experiments 
performed on another device with the same layer structure, it is found that the voltage 
drop across the TiO2 RRAM cell at the corresponding compliance current, labeled as VC 
in Figure 3.2(b), increases linearly with Icomp1/2 (Figure 3.11(a)), which equivalently 
means that GLRS also increases linearly with Icomp1/2. It should be noted that in most 
literature published so far, a constant VC and therefore GLRS ∝ Icomp are routinely 
observed as a "universal" phenomena [115], which contradicts with our observation from 
these single-crystal TiO2 RRAM devices.  
Figure 3.11: (a) The voltage drop across the TiO2 RRAM cell at the corresponding 
compliance current, labeled as VC in Figure 3.2(b), increases linearly with 
Icomp1/2. Measurements were performed on an 8 nm TiO2 RRAM device. (b) 
Histogram of VSET vs. Icomp with 30 resistive switching processes for each 
Icomp. 
To explain this behavior, we consider the lateral growth of a CF after the applied 
voltage reaches VSET (i.e., after the initial completion of CF bridging) by using a 
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thermally-activated ion migration model [115, 124] and taking into account the tapered 
shape of the CF and ion distribution, which gives the lateral growth rate along one 
direction as follows [115], 









   ,                                    (3.2) 
where Wi denotes the length scale of the CF cross section in the ith direction, ai the lattice 
constant along the ith direction of the CF cross section, Rj the aspect ratio of the CF on the 
jth side of the cross section, A the growth rate constant, Ea0 the activation energy of 
oxygen vacancy hopping, α the barrier lowering coefficient, Vcell the voltage drop across 
the device under test, kB the Boltzmann constant, T0 the room temperature 300 K, q the 
electronic charge, and ρ and kth the resistivity and thermal conductivity of the CF, 
respectively. The model is then used in a numerical simulation with the application of a 
compliance current, a reasonable duration for filament growth during the switching and 
voltage sweep process that corresponds to the typical experimental condition, and the 
averaged experimental results on VSET for each Icomp as shown in Figure 3.11(b). A 
schematic of the simulation model is shown in Figure 3.12(a), and the equivalent circuit 
and the voltage sweep scheme used in the model are shown in Figure 3.12(b) and (c), 
respectively. In the simulation, the parameters are set that EA0 = 0.4 eV, α = 0.5, A = 10-9 
m/s, kth = 8 W/(m K), a1 = a2 = 0.5 nm, and R1 = R2 = 4. It should be noted that the 
thermal conductivities for Si, TiO2, SiO2, Ti, and Au are known to be 149, 4.8–11.8, 1.4, 
20, and 318 W/(m K), respectively. Therefore, the selection of 8 W/(m K) for the thermal 
conductivity of a conductive filament made of oxygen vacancies falls into a reasonable 
range of the possible value.  
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Figure 3.12: (a) Schematic (top view and side view) of the simulation model. (b) 
Equivalent circuit of the simulation model. (c) Voltage sweep scheme used 
in the simulation model that is consistent with the experimental condition. 
Figure 3.13(a) shows the simulated and experimental results for GLRS versus t for 
different compliance currents, from which good agreement can be seen. For a larger 
compliance current, GLRS is larger and increases with t at a higher rate, indicating that Icomp 
sets the limit and rate for lateral expansion of the CF. As shown in Figures 3.13(b)-(d), 
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the time length after V = VSET for the SET process determines the functional relationship 
between GLRS and Icomp. Specifically, t = 5 s leads to the saturating behavior of GLRS vs. 
Icomp, t = 40 s leads to a square-root type of behavior, and t = 120 s recovers a linear 
relation as typically reported by other literature [115]. For all the cases, the leveling-off 
behavior at Icomp < 100 µA can be reproduced in the simulation. Since most of the lateral 
expansion occurs before the electronic current through the CF reaches Icomp and the initial 
cross section area of the fully-bridging CF defines the initial electronic current, the lateral 
expansion of the CF is very limited when Icomp falls below 100 µA, leading to the 
leveling-off behavior in the GLRS vs. Icomp relationship. It should be noted that the model 




Figure 3.13: (a) Simulation and experimental results on GLRS versus t for different 
compliance currents (symbol-less curves for the simulation results and 
curves with symbols for the experimental results). Simulation results on 























The influence of different parameters in the model on GLRS is shown in Figure 
3.14. Figure 3.14(a) indicates that a small Ea0 facilitates the oxygen vacancy hopping and 
leads to faster lateral expansion of the CF. As shown in Figure 3.14(b), a small kth results 
in higher local temperature of the CF and assists in lateral expansion of the CF. With 
smaller aspect ratios, fewer oxygen vacancies are needed as building blocks for the CF 
expansion (Figure 3.14(c)). Figure 3.14(d) shows that a larger α brings better voltage 
control in lowering the potential barrier for oxygen vacancy hopping. It is noteworthy 
that general behaviors observed in our simulation are independent of details of the 
parameter values. The physics-based analytical model demonstrated here therefore 
justifies the proposed SET mechanism and recovers the experimentally observed Vc vs. 
Icomp and GLRS vs. Icomp relations that are different from what have been reported in other 
literature. In addition, the physical model provides an explanation that justifies the 
voltage-polarity dependence of the BRS behavior and that reasonably describes the time-
resolved electrochemical dissolution process for the CF during RESET. 
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Figure 3.14: Simulation results for Icomp = 90 µA and Icomp = 1 mA on (a) GLRS versus Ea, 
(b) GLRS versus kth, (c) GLRS versus aspect ratio, and (d) GLRS versus α. 
3.4 SUMMARY 
In this work, valence change-type BRS behavior observed in epitaxial single-
crystal anatase TiO2 thin film integrated on Si has been analyzed in detail, and highly 
controllable and reproducible quantized conductance has been demonstrated and 
analyzed. The electrical characteristics of the single-crystal anatase TiO2 RRAM devices 
are shown to be very similar to those of electrochemical metallization rather than 
valence-change memory. Analysis of I–V characteristics reveals the metallic filamentary 
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nature of the LRS and that the filamentary-type valence-change effect is responsible for 
the observed RS behavior. Highly stable QC for RLRS was observed, and shown to be 
highly controllable by varying the compliance current. In this manner, RLRS can be 
precisely modulated over one order of magnitude, which is indicative of the potential of 
single-crystal anatase TiO2 RRAM devices for scaling to atomic dimensions, and their 
potential suitability for implementation of approaches for increasing memory storage 
density using multilevel cells. We postulate that the single-crystal nature of the film plays 
a key role in suppressing the background current and therefore in the emergence of QC, 
and provide evidence that different values of QC are attained via control over the atomic-
scale dimensions of single conducting filaments. A detailed and systematic analytical 
modeling is performed to reveal the resistive switching physics that accounts for our 
experimental results which are fundamentally different from what have been reported in 
other literature. These results suggest that single-crystal anatase TiO2 films epitaxially 
grown on Si are particularly intriguing and promising as a platform for memory based on 
RS, and suggest a variety of directions for future explorations of performance, reliability, 











Chapter 4: Epitaxial SrHfO3-Based Gate Dielectric Stacks for 
Germanium Metal-Oxide-Semiconductor Devices 
4.1 INTRODUCTION 
With recent advances in high-κ/metal-gate technology, [125] interest in 
germanium, an “old” semiconductor material, has resurged owing to its higher bulk 
electron and hole mobilities compared with those of silicon. [126–135] However, there 
remain several critical technical issues to be solved before Ge-channel MOSFETs can be 
integrated with mainstream Si complementary MOS technology. [126–135] An 
outstanding problem among these is the need for a high-quality and scalable gate 
dielectric on Ge. Unlike Si, the native oxide of Ge is thermally and chemically unstable 
and can readily decompose into several suboxides, potentially creating a high density of 
dangling bonds and a high degree of surface roughness at the GeOx/Ge interface that act 
as scattering sources. [126, 128, 129, 132] These interfacial trap states, unfortunately, 
cannot be hydrogen passivated by using conventional forming gas anneals. [132]   
Over the past few years, two approaches have proved successful to reduce 
interface trap density of Ge-based MOSFETs. The first employs a thin epitaxial Si 
passivation layer deposited on the Ge surface, which is then partially oxidized to form a 
tensile-strained Si/SiO2 interfacial layer (IL). [126, 128] In such a way, the problem of 
Ge passivation is converted to the passivation of Si, which is much better understood. 
However, among several other issues, there exists an optimum Si cap thickness (~ 8 ML), 
which is limited by thickness-dependent strain relaxation of Si on Ge and Si oxidation as 
well as diffusion of Ge into the epitaxial Si layer. [128] The other approach uses a GeO2 
passivation layer on Ge, which can yield a mid-gap Dit as low as ~ 1011 cm-2 eV-1. [128, 
129] However, GeO2 is water soluble and a H2O-free gate-stack deposition process is 
needed. [128, 132] In addition, GeO2 has a relative dielectric constant of 7, [132] and Ge 
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atoms can diffuse into the high-κ material if the GeO2 IL is too thin. [126] These facts 
pose a great challenge for both approaches when it comes to scalability, [128] and intense 
research efforts are currently devoted to a search for alternative passivation layers or 
processing schemes. [135] 
Concurrently, owing to the richness of their electronic, ionic, and magnetic 
properties, functional epitaxial binary oxides, perovskites, and oxide heterostructures 
have been under investigation for monolithic integration on mainstream semiconductor 
substrates such as Si (001) and Ge (001). [136] To date, a variety of functionalities such 
as magnetoresistance [17, 137–140], resistive switching [100, 141, 142], ferroelectricity 
[61, 143–146], and gate dielectrics [147, 148] have been achieved with epitaxial oxides 
integrated monolithically on Si (001). Moreover, in a report by McKee et al., it has been 
shown that epitaxial oxides grown on Ge enable the formation of commensurate interface 
structures while maintaining continuity in dielectric displacement and systematic control 
of inversion charge, based on which a high-mobility MOSFET can be made. [6] Growth 
of single-crystal SrTiO3 directly on Ge by ALD [149, 150] results in excellent 
crystallinity of the SrTiO3 film as well as an abrupt SrTiO3/Ge interface. [151] Although 
the SrTiO3 film possesses a high dielectric constant, the negligible conduction band offset 
at the SrTiO3/Ge interface [151] makes SrTiO3 an inappropriate choice as the gate oxide 
for Ge-based MOSFETs. Unlike SrTiO3, the large conduction band and valence band 
offsets of SrHfO3 with Si and Ge enable it to be a promising candidate as a gate oxide 
material. [152–154] Recently, we reported the ALD growth and materials 
characterization of epitaxial SrHfO3 on Ge with excellent crystallinity and favorable 
electronic properties as a high-κ oxide. [155] Here we report detailed analysis of several 
high-κ gate stacks composed of epitaxial crystalline SrHfO3 grown directly on Ge by 
ALD, which show low leakage, small equivalent oxide thickness (EOT), and a reasonable 
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and improvable Dit. In contrast to GeO2- or epitaxial Si-based passivation schemes, [126, 
128] the high-κ gate-oxide stacks demonstrated here require no minimum thickness, 
making them highly promising for deep scaling. 
4.2 EXPERIMENTAL DETAILS 
Metal-oxide-semiconductor (MOS) capacitors were created for three high-κ gate 
stack structures based on epitaxial SrHfO3 grown directly on Ge by ALD. For each stack, 
amorphous SrHfO3 films were deposited on the clean, 2×1 reconstructed Ge (001) 
surface at a substrate temperature of 225 °C using strontium 
bis(triisopropylcyclopentadienyl) [Sr(iPr3Cp)2] (Absolut-Sr), hafnium formamidinate (Hf-
FAMD), and purified water as co-reactants. The films were subsequently crystallized at 
temperatures between 650–725 °C in vacuum (<2×10–9 Torr) with a temperature ramp 
rate of 20 °C/min. The first gate stack consisted of a 4 nm SrHfO3 film (referred to herein 
as the 4nm sample) that was crystallized by post-deposition vacuum annealing at 725 °C 
for 5 min. The second gate stack consisted of a 4 nm SrHfO3 film capped with 2 nm of 
amorphous Al2O3 (referred to as the 4nm/2nm sample). In this case, the 4 nm SrHfO3 
film was grown in a two-step growth and anneal process, where 2 nm of SrHfO3 were 
deposited each time and subsequently crystallized in vacuum at 700 °C for 5 min. In 
general, thinner SrHfO3 films allowed for reduced annealing temperature for 
crystallization. For the third gate stack, 2 nm of SrHfO3 was capped with 2 nm of 
amorphous Al2O3 (referred to as the 2nm/2nm sample). For this sample, the SrHfO3 film 
was crystallized at 650 °C for 5 min, which was the lowest anneal temperature for which 
crystallization of the ALD-deposited SrHfO3 layer was observed. 
Figure 4.1(a) shows a schematic of the different gate stack structures for the 4nm 
sample, the 2nm/2nm sample, and the 4nm/2nm sample, respectively. Figures 4.1(b), (c) 
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and (d) show reflection high-energy electron diffraction (RHEED) images of the 4nm 
sample, the 2nm/2nm sample, and the 4nm/2nm sample, respectively, before deposition 
of the top amorphous Al2O3 layer (if any). For the 4nm/2nm sample, RHEED images 
taken after crystallization of the initially deposited 2 nm SrHfO3 (upper two images) and 
after crystallization of the latter 2 nm SrHfO3 (lower two images) are both shown in 
Figure 4.1(d). Streak patterns can be seen for all the three samples, indicative of the high 
crystalline quality of the SrHfO3 film upon post-deposition annealing. Circular top 
electrode contacts with 15 µm radius were formed by sputtering of 200 nm TaN, 
photolithography, and SF6-based inductive coupled plasma etching. The scratched 
backside of the n-type Ge substrate (ρ ~ 0.029–0.054 Ω cm) was coated with silver paste 
and then attached to a metal specimen disc. Electrical measurements were performed on a 
Cascade Microtech probe station in ambient conditions by applying voltage to the top 
electrode with the sample bottom grounded using an Agilent B1500A semiconductor 
device parameter analyzer.  
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Figure 4.1: (a) Schematic diagrams of the 4nm, the 2nm/2nm, and the 4nm/2nm 
samples. Reflection high-energy electron diffraction images obtained from 
as-crystallized (b) 4 nm SrHfO3 film for the 4nm sample, (c) 2 nm SrHfO3 
film for the 2nm/2nm sample, and (d) the initial 2 nm SrHfO3 film (upper 
two images) and the complete 4 nm SrHfO3 film (lower two images) for the 
4nm/2nm sample. For each set of images taken, the beam is aligned along 
the [110] (top image) and the [210] (bottom image) azimuth. 
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4.3 RESULTS AND DISCUSSION 
Figures 4.2(a) and (b) show the capacitance–voltage (C–V) and conductance–
voltage (G–V) characteristics of the 4nm sample measured at frequencies ranging from 1 
kHz to 1 MHz. The frequency dispersion of the C–V curves shows a clear signature of 
high-rate generation-recombination of minority carriers via midgap bulk traps in the Ge 
depletion layer (in the strong inversion regime) and via interface states (in the depletion 
and weak inversion regime), as well as a very short minority carrier response time, both 
due to the smaller band gap of Ge (Eg,Ge = 0.67 eV) as compared to Si (Eg,Si = 1.12 eV). 
[156, 157] This behavior is also indicated in the G–V curves shown in Figure 4.2(b), from 
which conductance plateaus in strong inversion and outstanding conductance peaks in 
depletion and weak inversion are observed. C increases as V becomes more negative in 
the strong inversion regime even at 1 MHz, suggesting impurity (e.g., hafnium atom) 
diffusion into the Ge substrate near the Ge/SrHfO3 interface, which act as bulk traps 
assisting generation/recombination of minority carriers within the depletion layer in the 
strong inversion regime. [156]  
Such behavior together with the large conductance plateaus in strong inversion 
was not seen for the 2nm/2nm sample and the 4nm/2nm sample, which were crystallized 
at lower temperatures. This indicates that crystallization temperature plays a significant 
role in the occurrence and degree of impurity diffusion from the gate dielectric to the Ge 
substrate, as also reflected in a comparison of the transmission electron microscopy 
images of these samples reported elsewhere. [155] Figure 4.2(c) shows that the dielectric 
leakage current of the 4nm sample scales almost linearly with the device area, indicating 
an area-distributed leakage current through the 4 nm SrHfO3 layer rather than a localized 
one. An additional series of samples with different thicknesses (4.6 nm, 5.2 nm, 11.2 nm, 
and 18.2 nm) was grown with the same growth condition as that for the 4 nm SrHfO3 
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sample to determine the dielectric constant of the SrHfO3. Figure 4.2(d) shows the 
capacitance per unit area measured in the accumulation regime for different thicknesses 
of the crystallized SrHfO3 film, from which a dielectric constant κ = 16 can be extracted, 
consistent with previous reports. [152, 154] 
Figure 4.2: (a) Capacitance–voltage and (b) conductance–voltage characteristics of the 
4nm sample for frequencies from 1 kHz to 1 MHz; (c) leakage current as a 
function of device area for the 4nm sample; (d) capacitance measured at 1 
MHz in the accumulation regime for the SrHfO3 films of different thickness 
for extraction of the dielectric constant of SrHfO3. 
Figures 4.3(a), (b) and (c) show the current density–voltage (J–V) characteristics 
for the 4nm, 2nm/2nm, and 4nm/2nm samples, respectively, all measured from the same 
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15 µm-radius devices used for C–V and G–V measurements, with their corresponding C–
V curves obtained at 1 MHz shown in Figures 4.3(d), (e) and (f). The 2nm/2nm sample is 
more insulating than the 4nm sample, which can be understood by the fact that Al2O3 has 
a large band gap of 8.8 eV and a conduction band offset (CBO) of at least 2.6 eV with 
Ge, [158] whereas the SrHfO3 has a band gap of 6.1 eV and a CBO of 2.17 eV with Ge. 
[155] As shown in Figure 4.3(c), the 4nm/2nm sample is the most insulating among the 
three samples, further verifying the high quality of the as-grown SrHfO3 film. Note that 
the flattened J–V curves around 0 V shown in Figures 4.3(b) and (c) are due to the 
minimum current level detectable by the testing equipment for the 15 µm-radius devices, 
and therefore are likely to overestimate the leakage current for the corresponding voltage 
range. Nevertheless, the current densities shown in Figure 4.3 are well below the level 
required for these oxide stacks to be used as a gate dielectric. 
 73 
Figure 4.3: Leakage current density as a function of voltage for (a) the 4nm, (b) the 
2nm/2nm, and (c) the 4nm/2nm samples, with their corresponding 
capacitance-voltage characteristics measured at 1 MHz shown in (d), (e), 
and (f), respectively. 
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The interface trap density Dit has also been extracted for all the samples under 
study using the conductance method. [159] Shown in Figure 4.4(a) are the parallel 
conductance loss peaks (Gp) in the frequency domain for the un-annealed 4nm/2nm 
sample as an example. Figure 4.4(b) shows the energy profile of Dit for the air-annealed 
2nm/2nm sample. It should be noted that the energy dependence of Dit is similar for all 
the samples under study. For the samples with an Al2O3 capping layer, it is expected that 
the Al2O3 layer would not affect Dit due to the underlying SrHfO3 layer, which is at least 
2 nm thick. The un-annealed 4nm/2nm sample shows a midgap (minimum) Dit of 
1.4×1013 cm-2 eV-1 (Figure 4.4(c)), much lower than that of the un-annealed 4nm sample 
(5.1×1013 cm-2 eV-1, not shown). It is noteworthy that the crystallization temperature for 
the 4nm/2nm sample is 25 °C lower than the 4nm sample, reducing the possibility of 
intermixing at the SrHfO3/Ge interface, [155] which is known to cause high Dit. [126–
134] The improvement in Dit from the 4nm sample to the 4nm/2nm sample is believed to 
be related to the two-step growth technique, allowing for lower crystallization 
temperature to be adopted after SrHfO3 growth of the 4nm/2nm stack. As shown in 
Figure 4.1, the RHEED images for the as-crystallized initial 2 nm SrHfO3 (Figure 4.1(d)) 
show sharper lines than that of the one-step grown and as-crystallized 4 nm SrHfO3 
(Figure 4.1(b)), indicating that higher crystallinity (less disorder) can be achieved by 
annealing a thinner 2 nm SrHfO3 film. The improvement in Dit with lower crystallization 
temperature can be further justified in Figure 4.4(c) through the comparison between the 
un-annealed 4nm/2nm sample and the un-annealed 2nm/2nm sample, for which the 
midgap Dit is 5.4×1012 cm-2 eV-1, and for which the crystallization temperature is 50 °C 
lower than the former. Previous studies have indicated that lower annealing temperature 
may result in small, isolated amorphous regions in the SrHfO3 film. [155] However, our 
measurements of the SrHfO3 dielectric constant, shown in Figure 4.2(d), indicate that any 
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formation of such small and isolated amorphous regions that occurs here does not 
increase EOT, despite the fact that the dielectric constant of as-deposited amorphous 
SrHfO3 is determined to be ~7 based on the C–V measurements (not shown). 
Figure 4.4: (a) Parallel conductance loss peaks in the frequency domain for the un-
annealed 4nm/2nm sample; (b) Energy profile of interface trap density 
extracted for the air-annealed 2nm/2nm sample; (c) Midgap (minimum) 
interface trap density for the 4nm/2nm sample and 2nm/2nm sample before 
and after air-anneal. “UA” and “AA” denote “un-annealed” and “air-
annealed”, respectively. 
The influence of additional annealing procedures on Dit has also been 
investigated. As indicated in Figure 4.4(c), 30 min annealing in air at 300 °C after the 
sample growth and before the device fabrication lowers Dit minimum for the 4nm/2nm 
sample and the 2nm/2nm sample to 5.8×1012 cm-2 eV-1 and 2.2×1012 cm-2 eV-1, 
respectively, both by ~60%. While the air anneal is clearly very effective in reducing Dit, 
it was experimentally verified that other annealing schemes such as wet oxidation anneal 
or forming gas anneal at temperatures similar to 300 °C did not reduce Dit (not shown). It 
should also be noted that the air anneal performed in this work did not cause any 
significant degradation of EOT. Specifically, EOTs for the un-annealed 4nm, 2nm/2nm, 
and 4nm/2nm are 1 nm, 1.7 nm, and 2.1 nm, respectively, whereas EOTs for the air-
annealed 4nm, 2nm/2nm, and 4nm/2nm are 1.1 nm, 1.6 nm, and 2.2 nm, respectively. To 
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further reduce Dit, the influence of chemical composition of the annealing atmosphere on 
Dit reduction and the physical mechanism of how the SrHfO3/Ge interface is affected by 
air annealing need to be clarified. It is believed that Dit can be improved with further 
optimization of the annealing atmosphere and temperature. 
Figure 4.5: Leakage current versus EOT reported as the state of the art in recently 
published work together with our results in this work (star symbols). “UA” 
and “AA” denote “un-annealed” and “air-annealed”, respectively. 
Our results yield combinations of leakage current suppression and EOT that 
compare very favorably with the current state of the art. Figure 4.5 shows J vs. EOT 
found in recent reports that represent the state of the art of gate stack development for 
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Ge-based MOSFETs, [160–168] along with our results in this work (indicated by stars). 
Specifically, leakage currents measured for both the un-annealed and the air-annealed 
SrHfO3 films or SrHfO3/Al2O3 stacks in this work define the lower bound of J for their 
corresponding ranges of EOT in Figure 4.5, respectively. Moreover, with further scaling 
of the gate dielectric stacks, it is expected that the advantage of using the gate stacks 
developed in this work regarding the combination of J and EOT would be even more 
pronounced. It should also be noted that for the previous publications shown in Figure 4.5 
that reported a Dit minimum, [160, 161, 163, 166–168] the Dit’s are mainly on the order 
of lower 1011 cm-2 eV-1, which is about 10 times lower than the best Dit achieved in this 
work. Therefore, for our SrHfO3-based gate stacks, a Dit comparable to the current state 
of the art remains to be achieved. 
4.4 SUMMARY 
In summary, we demonstrate the use of gate dielectric stacks based on ALD-
grown epitaxial SrHfO3 for Ge-based MOS applications. The gate stacks developed in 
this work yield combinations of ultralow leakage current and a small EOT which are 
comparable or superior to the state of the art published so far in the gate stack 
development for Ge-based MOSFETs. In addition, Dit has shown to be lowered by using 
(i) a two-step technique for the epitaxial growth; (ii) a lower crystallization temperature 
for minimized intermixing at the SrHfO3/Ge interface; and (iii) post-growth air annealing. 
Findings of this work hold a great promise of using epitaxial gate dielectrics for Ge 
MOSFETs and suggest possible routes to further optimizing the electrical properties of 




Chapter 5: Summary and Outlook 
5.1 SUMMARY 
Metal oxides in epitaxial thin film form, enabled by recent advancements in 
materials growth techniques such as molecular beam epitaxy and atomic layer deposition, 
represent an important class of materials that can be monolithically integrated on 
mainstream semiconductor substrate materials and exhibit a wide variety of intriguing 
electronic, magnetic, optical, and chemical properties, many of which are unattainable 
with conventional semiconductor materials. With the introduction of epitaxial metal 
oxides, novel device functionalities can be achieved and incorporated into electronic 
components and systems with minimal impact on manufacturing compatibility with 
current semiconductor technologies. This dissertation demonstrates several device 
prototypes using epitaxial oxides as a key component, spanning from voltage-controlled 
ferromagnetism and magnetoresistance for sensing applications, to resistive random 
access memories for data storage, to gate dielectric stacks for logic technology.  
Compared with their single-layer counterparts, epitaxial oxide heterostructures are 
expected to offer more degrees of freedom for integrating novel functionalities into 
conventional electronic devices and can even create exotic and unpredicted properties 
that cannot be achieved with a single oxide material. Here, we have designed, 
characterized, and analyzed devices based on LaCoO3/SrTiO3 heterostructures grown on 
Si (001) substrates by molecular beam epitaxy in which the combination of strain-
dependent ferromagnetism in LaCoO3, the converse piezoelectric effect in SrTiO3, and 
strain coupling between these layers enables electrically controlled ferromagnetism and 
magnetoresistance to be achieved. Detailed mechanisms explaining this behavior are 
developed and verified using (i) the Valet-Fert model to quantify LaCoO3 spin 
polarization, magnetic interfacial resistances, and the dependence of magnetoresistance 
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on device geometry; (ii) finite-element modeling of electric field distributions to explain 
variations in current transport for different gate finger geometries; and (iii) piezoresponse 
force microscopy studies to confirm the presence of piezoelectric response in SrTiO3 
films within our device structures. These results illustrate a new approach for electrically 
controlling local ferromagnetism in complex oxide heterostructures and for probing and 
controlling spin transport behavior in complex oxides at submicron dimensions, and offer 
the possibility of straightforward integration with conventional Si-based electronics via 
epitaxial growth directly on Si substrates. 
TiO2 is a prototypical platform and frontier for studies of oxygen vacancies and 
resistive memory development. It is believed that oxygen vacancies play a crucial role in 
driving resistive switching processes observed in TiO2 material systems. Owing to the 
nearly perfect crystal structure and therefore minimized oxygen vacancy background in 
pristine devices, single-crystal epitaxial TiO2 thin films can provide valuable information 
for revealing the physical nature of oxygen vacancy dynamics as being responsible for 
the resistive switching behavior, and are shown in this dissertation to exhibit switching 
characteristics that differ dramatically from those observed in other forms of TiO2.  
Here, valence change-type bipolar resistive switching behavior observed in 
epitaxial single-crystal anatase TiO2 thin film integrated on Si has been analyzed in 
detail, and highly controllable and reproducible quantized conductance has been 
demonstrated and analyzed. The electrical characteristics of the single-crystal anatase 
TiO2 resistive memory devices are shown to be very similar to those of electrochemical 
metallization rather than valence-change memory. Analysis of I–V characteristics reveals 
the metallic filamentary nature of the low resistance state and that the filamentary-type 
valence-change effect is responsible for the observed resistive switching behavior. Highly 
stable quantized conductance for RLRS was observed, and shown to be highly controllable 
 80 
by varying the compliance current. In this manner, RLRS can be precisely modulated over 
one order of magnitude, which is indicative of the potential of single-crystal anatase TiO2 
resistive memory devices for scaling to atomic dimensions, and their potential suitability 
for implementation of approaches for increasing memory storage density using multilevel 
cells. We postulate that the single-crystal nature of the film plays a key role in 
suppressing the background current and therefore in the emergence of quantized 
conductance, and provide evidence that different values of quantized conductance are 
attained via control over the atomic-scale dimensions of single conducting filaments. A 
detailed and systematic analytical modeling is performed to reveal the resistive switching 
physics that accounts for our experimental results which are fundamentally different from 
what have been reported in other literature. These results suggest that single-crystal 
anatase TiO2 films epitaxially grown on Si are particularly intriguing and promising as a 
platform for memory based on resistive switching. 
Epitaxial oxides can also be promising candidates for application as gate 
dielectrics for Ge-based field-effect transistors, for which the development has been 
largely hampered by the poor quality gate dielectric/channel interface. In this dissertation, 
we demonstrate the use of gate dielectric stacks based on ALD-grown epitaxial SrHfO3 
for Ge-based MOS applications. The gate stacks developed in this work yield 
combinations of ultralow leakage current and a small EOT which are comparable or 
superior to the state of the art published so far in the gate stack development for Ge-based 
MOSFETs. In addition, Dit has shown to be lowered by using (i) a two-step technique for 
the epitaxial growth; (ii) a lower crystallization temperature for minimized intermixing at 
the SrHfO3/Ge interface; and (iii) post-growth air annealing. Findings of this work hold a 
great promise of using epitaxial gate dielectrics for Ge MOSFETs and suggest possible 
routes to further optimizing the electrical properties of these gate stacks.  
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5.2 OUTLOOK 
In this dissertation, voltage-controlled ferromagnetism and magnetoresistance in 
LaCoO3/SrTiO3 heterostructures are studied in detail in the dc regime, and it remains to 
be seen how fast the ferromagnetism of LaCoO3 can be switched on and off by removal 
and application of a gate bias voltage, which is particularly important when such a device 
is to be integrated into circuits and systems. On the other hand, the influence of further 
scaling dimensions (e.g., finger widths and separation widths) on the device performance 
remains to be investigated, especially when the finger and separation widths are 
comparable to spin relaxation lengths in LaCoO3. Finally, extension of these or related 
phenomena to operation at room temperature is likely to be essential for application in 
practical devices. 
For the single-crystal TiO2 resistive memory, voltage pulse measurements need to 
be performed to study its switching speed and the dependence of endurance and retention 
on pulse application schemes such as pulse widths, heights, and time intervals. Since the 
TiO2 resistive memory demonstrates quantized conductance that suggests its great 
potential for scaling, it is also worthwhile to study resistive switching behaviors of 
nanoscale TiO2 devices. This can be done by fabricating nanoscale Ti/Au pads as top 
contact and oxygen reservoir using e-beam lithography, nanoimprint, or other 
nanolithography techniques and by employing conductive atomic force microscopy for 
locating a selected device and performing electrical measurements.  
Although the epitaxial SrHfO3-based high-κ gate dielectric stacks show superior 
combinations of equivalent oxide thickness and gate leakage current over most published 
work, the interface trap density still needs to be significantly improved in order for the 
gate stacks developed in this dissertation to compete with the state of the art. Along this 
direction, in situ post-growth anneal in hydrogen or deuterium might help more 
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effectively passivate the oxide/Ge interface. Also, a more detailed theoretical and 
experimental investigation into the influence of air anneal on the interface trap reduction 
will help better understand the nature of interface traps and aid in optimizing the process 
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